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Language Policy
DOC0371395 - Global Language Procedure

ПРЕДУПРЕЖД
ЕНИЕ
(BG)

Това ръководство е налично само на китайски (ZH-CN), английски, френски, немски, японски,
корейски, полски, португалски (PT-BR), руски, испански и виетнамски. Ако доставчикът на услуги
на даден клиент изисква език, който е различен от тези езици, отговорност на клиента е да
предостави преводачески услуги.

警告
(ZH-CN)

本手册仅提供中文 (ZH-CN)、英文、法语、德语、意大利语、日语、韩语、波兰语、葡萄牙语
(PT-BR)、俄语、西班牙语和越南语版本。如果客户的服务提供商需要其他语言，则客户有责任提
供翻译服务。

警告
(ZH-HK)

本手冊僅提供中文 (ZH-CN)、英文、法文、德文、意大利文、日文、韓文、波蘭文、葡萄牙文
(PT-BR)、俄文、西班牙文及越南文版本。如客戶的服務供應商需要這些語言以外的版本，則相關
客戶有責任提供有關的翻譯服務。

警告
(ZH-TW)

此手冊僅提供中文 (ZH-CN)、英文、法文、德文、義大利文、日文、韓文、波蘭文、葡萄牙文
(PT-BR)、俄文、西班牙文和越南文版本。假如客戶的服務提供者所需語言版本不在所列語言之
中，客戶需自行負責提供翻譯服務。

UPOZORENJE

(HR)

Ovaj je priručnik dostupan samo na kineskom (ZH-CN), engleskom, francuskom, njemačkom, talijan-
skom, japanskom, korejskom, poljskom, portugalskom (PT-BR), ruskom, španjolskom i vijetnamskom
jeziku. Ako klijentov serviser zahtijeva jezik koji nije jedan od tih jezika, odgovornost je klijenta pružiti
uslugu prevođenja.

VÝSTRAHA

(CS)

Tato příručka je k dispozici pouze v čínštině (ZH-CN), angličtině, francouzštině, němčině, italštině,
japonštině, korejštině, polštině, portugalštině (PT-BR), ruštině, španělštině a vietnamštině. Pokud pos-
kytovatel služeb zákazníka vyžaduje jiný jazyk než tyto jazyky, je odpovědností zákazníka poskytovat
překladatelské služby.

ADVARSEL

(DA)

Denne vejledning findes kun på kinesisk (ZH-CN), engelsk, fransk, tysk, italiensk, japansk, koreansk,
polsk, portugisisk (PT-BR), russisk, spansk og vietnamesisk. Hvis en kundes tjenesteudbyder kræver et
andet sprog end disse sprog, er det kundens ansvar at levere oversættelsestjenester.

WAAR-
SCHUWING

(NL)

Deze handleiding is alleen beschikbaar in het Chinees (ZH-CN), Engels, Frans, Duits, Italiaans, Japans,
Koreaans, Pools, Portugees (PT-BR), Russisch, Spaans en Vietnamees. Als de serviceprovider van
een klant een andere taal dan deze talen vereist, is het de verantwoordelijkheid van de klant om
vertaalservices te leveren.

WARNING

(EN)

This manual is available in Chinese (ZH-CN), English, French, German, Italian, Japanese, Korean, Polish,
Portuguese (PT-BR), Russian, Spanish, and Vietnamese only. If a customer's service provider requires a
language other than these languages, it is the customer's responsibility to provide translation services.

HOIATUS

(ET)

See juhend on saadaval ainult hiina (ZH-CN), inglise, prantsuse, saksa, itaalia, jaapani, korea, poola,
portugali (PT-BR), vene, hispaania ja vietnami keeles. Kui kliendi teenusepakkujal on vaja juhendit
mõnes muus keeles, on tõlketeenuste osutamine kliendi kohustus.

VAROITUS

(FI)

Tämä opas on saatavilla vain kiinaksi (ZH-CN), englanniksi, ranskaksi, saksaksi, italiaksi, japaniksi, kore-
aksi, puolaksi, portugaliksi (PT-BR), venäjäksi, espanjaksi ja vietnamiksi. Jos asiakkaan palveluntarjoaja
edellyttää muuta kuin näitä kieliä, käännöspalveluiden tarjoaminen on asiakkaan vastuulla.

ATTENTION

(FR)

Ce manuel est disponible uniquement en allemand, anglais, chinois (ZH-CN), coréen, espagnol, français,
italien, japonais, polonais, portugais (PT-BR), russe et vietnamien. Si le prestataire de services d'un
client nécessite que le manuel soit rédigé dans une autre langue que celles mentionnées ci-dessus, il
incombe au client de le faire traduire.

WARNUNG

(DE)

Dieses Handbuch ist nur auf Chinesisch (ZH-CN), Englisch, Französisch, Deutsch, Italienisch, Japanisch,
Koreanisch, Polnisch, Portugiesisch (PT-BR), Russisch, Spanisch und Vietnamesisch verfügbar. Wenn
ein Dienstleister des Kunden dieses in einer anderen Sprache als die genannten benötigt, liegt es in der
Verantwortung des Kunden, Übersetzungsdienstleistungen zu erbringen.
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ΠΡΟΕΙΔΟΠΟΙ
ΗΣΗ
(EL)

Αυτό το εγχειρίδιο είναι διαθέσιμο μόνο σε Κινεζικά (ZH-CN), Αγγλικά, Γαλλικά, Γερμανικά, Ιταλικά,
Ιαπωνικά, Κορεατικά, Πολωνικά, Πορτογαλικά (PT-BR), Ρωσικά, Ισπανικά και Βιετναμέζικα. Εάν
ο πάροχος υπηρεσιών ενός πελάτη απαιτεί γλώσσα που δεν συμπεριλαμβάνεται σε αυτές τις
γλώσσες, αποτελεί ευθύνη του πελάτη να παρέχει υπηρεσίες μετάφρασης.

FIGYELMEZ-
TETÉS

(HU)

Ez a kézikönyv az alábbi nyelveken érhető el: angol, francia, japán, kínai (ZH-CN), koreai, lengyel, német,
olasz, orosz, portugál (PT-BR), spanyol és vietnámi. Ha az ügyfél szolgáltatója ezektől eltérő nyelvű
kézikönyvet szeretne, akkor az ügyfél feladata, hogy gondoskodjon a megfelelő fordításról.

AÐVÖRUN

(IS)

Þessi handbók er aðeins fáanleg á kínversku (ZH-CN), ensku, frönsku, þýsku, ítölsku, japönsku, kóresku,
pólsku, portúgölsku (PT-BR), rússnesku, spænsku og víetnömsku. Ef þjónustuaðili viðskiptavinar þarf-
nast annars tungumáls en þessara tungumála er það á ábyrgð viðskiptavinarins að veita þýðingarþjó-
nustu.

AVVERTENZA

(IT)

Questo manuale è disponibile solo in lingua cinese (ZH-CN), inglese, francese, tedesco, italiano, giap-
ponese, coreano, polacco, portoghese (PT-BR), russo, spagnolo e vietnamita. Qualora un fornitore di
servizi del cliente richieda una lingua diversa dall'inglese, sarà responsabilità del cliente fornire il
servizio di traduzione corrispondente.

警告
(JA)

このマニュアルは、中国語 (ZH-CN)、英語、フランス語、ドイツ語、イタリア語、日本語、韓
国語、ポーランド語、ポルトガル語 (PT-BR)、ロシア語、スペイン語、およびベトナム語のみ
で提供されています。お客様のサービスプロバイダがこれらの言語以外の言語を必要とする
場合は、お客様の責任において翻訳サービスを提供してください。

경고
(KO)

이 설명서는 중국어(중국어-중국), 영어, 프랑스어, 독일어, 이탈리아어, 일본어, 한국어, 폴란드어,
포르투갈어(포르투갈어-브라질), 러시아어, 스페인어, 베트남어로만 제공됩니다. 고객의 서비스
제공자가 이 언어를 제외한 다른 언어를 요구하는 경우, 번역 서비스를 제공하는 것은 고객의
책임입니다.

BRĪDINĀJUMS

(LV)

Šī rokasgrāmata ir pieejama tikai ķīniešu (ZH-CN), angļu, franču, vācu, itāliešu, japāņu, korejiešu,
poļu, portugāļu (PT-BR), krievu, spāņu un vjetnamiešu valodā. Ja klientu apkalpošanas speciālistam ir
nepieciešama cita valoda, kas atšķiras no šeit norādītajām, klienta pienākums ir nodrošināt tulkošanas
pakalpojumus.

ĮSPĖJIMAS

(LT)

Šis vadovas pateikiamas tik kinų (ZH-CN), anglų, prancūzų, vokiečių, italų, japonų, korėjiečių, lenkų,
portugalų (PT-BR), rusų, ispanų ir vietnamiečių kalbomis. Jei klientų paslaugų teikėjui reikalinga kita nei
šios kalba, už vertimo paslaugų suteikimą atsako klientas.

ADVARSEL

(NO)

Denne håndboken er bare tilgjengelig på kinesisk (ZH-CN), engelsk, fransk, tysk, italiensk, japansk, ko-
reansk, polsk, portugisisk (PT-BR), russisk, spansk og vietnamesisk. Hvis en kundes tjenesteleverandør
krever et annet språk, er det kundens ansvar å levere en oversettelsestjeneste.

OSTRZEŻENIE

(PL)

Niniejsza instrukcja jest dostępna wyłącznie w języku chińskim (ZH-CN), angielskim, francuskim, nie-
mieckim, włoskim, japońskim, koreańskim, polskim, portugalskim (PT-BR), rosyjskim, hiszpańskim i
wietnamskim. Jeśli usługodawca klienta wymaga języka, który nie został wymieniony powyżej, obo-
wiązkiem klienta jest zapewnienie usług tłumaczeniowych.

ATENÇÃO

(PT-BR)

Este manual está disponível somente em chinês (ZH-CN), inglês, francês, alemão, italiano, japonês,
coreano, polonês, português (PT-BR), russo, espanhol e vietnamita. Se o prestador de serviços de um
cliente necessitar de um idioma diferente dos mencionados, o fornecimento dos serviços de tradução
é de responsabilidade do cliente.

ATENÇÃO

(PT-PT)

Este manual está disponível apenas em alemão, chinês (ZH-CN), coreano, espanhol, francês, inglês,
italiano, japonês, polaco, português (PT-BR), russo e vietnamita. Se o fornecedor de serviços de um
cliente necessitar de um idioma diferente dos listados aqui, é da responsabilidade do cliente assegurar
os serviços de tradução.

ATENŢIE

(RO)

Acest manual este disponibil numai în limbile chineză (ZH-CN), engleză, franceză, germană, italiană,
japoneză, coreeană, poloneză, portugheză (PT-BR), rusă, spaniolă şi vietnameză. Dacă furnizorul de
servicii al unui client solicită o limbă diferită faţă de aceste limbi, este responsabilitatea clientului să
furnizeze servicii de traducere.
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ОСТОРОЖНО!

(RU)

Настоящее руководство доступно только на китайском (ZH-CN), английском, французском,
немецком, итальянском, японском, корейском, польском, португальском (PT-BR), русском,
испанском и вьетнамском языках. Если поставщику услуг заказчика требуется руководство
на каком-либо другом языке, перевод руководства на необходимый язык осуществляется
стороной заказчика.

UPOZORENJE

(SR)

Ovaj priručnik dostupan je samo na kineskom (ZH-CN), engleskom, francuskom, nemačkom, italijan-
skom, japanskom, korejskom, poljskom, portugalskom (PT-BR), ruskom, španskom i vijetnamskom
jeziku. Ako korisnik kao pružalac usluge zahteva neki drugi jezik od navedenih, njegova je dužnost da
obezbedi prevod.

UPOZORNE-
NIE

(SK)

Táto príručka je dostupná len v nasledovných jazykoch: čínština (ZH-CN), angličtina, francúzština, nem-
čina, taliančina, japončina, kórejčina, poľština, portugalčina (PT-BR), ruština, španielčina a vietnamčina.
Ak poskytovateľ služieb daného zákazníka požaduje iný ako tieto jazyky, za poskytnutie prekladateľ-
ských služieb zodpovedá zákazník.

ATENCIÓN

(ES)

Este manual está disponible solo en chino (ZH-CN), inglés, francés, alemán, italiano, japonés, coreano,
polaco, portugués (PT-BR), ruso, español y vietnamita. Si el proveedor de servicios de un cliente
requiere un idioma distinto de estos idiomas, es responsabilidad del cliente proporcionar los servicios
de traducción.

VARNING

(SV)

Den här manualen finns endast tillgänglig på kinesiska (ZH-CN), engelska, franska, tyska, italienska,
japanska, koreanska, polska, portugisiska (PT-BR), ryska, spanska och vietnamesiska. Om en kunds
tjänsteleverantör behöver ett annat språk än dessa är det kundens ansvar att ordna med översätt-
ningstjänster.

OPOZORILO

(SL)

Ta priročnik je na voljo v kitajščini (ZH-CN), angleščini, francoščini, nemščini, italijanščini, japonščini, ko-
rejščini, poljščini, portugalščini (PT-BR), ruščini, španščini in vietnamščini. Če kupčev ponudnik storitev
potrebuje drug jezik, mora za prevod poskrbeti kupec.

DİKKAT

(TR)

Bu kılavuz yalnızca Çince (ZH-CN), İngilizce, Fransızca, Almanca, İtalyanca, Japonca, Korece, Lehçe,
Portekizce (PT-BR), Rusça, İspanyolca ve Vietnamca dillerinde mevcuttur. Müşteri servis sağlayıcısı bu
dillerden başka bir dil talep ederse çeviri hizmeti sağlamak müşterinin sorumluluğundadır.

ЗАСТЕРЕЖЕН
НЯ
(UK)

Цей посібник доступний лише китайською (ZH-CN), англійською, французькою, німецькою,
італійською, японською, корейською, польською, португальською (PT-BR), російською, іспанською
та в’єтнамською мовами. Якщо постачальник послуг замовника використовує мову, яку не
вказано у цьому переліку, послуги з перекладу має забезпечити замовник.
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1 Purpose

1.1 Who Should Read This Manual
The following personnel must be aware of the contents of this manual:

Icon Personnel

Customer

HVAC Contractor

Architectural  
Engineer

Architect

Plumber

1.2 Introduction
This document details the magnet venting requirements for all new production systems. This
information was previously located in the system Preinstallation Manual. Since there are common
elements to magnet venting requirements for the different systems and magnets, this manual has
been created, and the magnet venting requirements have been removed from the individual system
Preinstallation Manuals.

When referencing 1.5T systems, the same dimensions, specifications, and any other information will
also apply to 1.49T systems.

1
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1.3 New Production Magnets
Important

Make sure that you follow the venting requirements for the magnet that is being installed.

Table 1-1 Venting Specifications for Magnets That Are in New Production

Magnet
Name(s)

Field
Strength

Serial
Numbers

Adaptor
Type

Cryovent
Initial Di-
ameter

Maximum
Pressure
Drop

Adaptor Catalog
Number

Products

LCC or
CXK4

1.5T Rxxxx /
CRxxx

Straight 203 mm

(8 in.)

less than
117.2 kPa
(17 psi)

N/A (included with
magnet shipment)

SIGNA Artist Evo,
SIGNA Creator,
SIGNA Explorer,
SIGNA MR355,
SIGNA MR360

90 degree
side exit

203 mm

(8 in.)

less than 99
kPa (14.36
psi)

M70072AD SIGNA Artist Evo

LCC-W 1.5T RDxxxx Straight 203 mm

(8 in.)

less than
117.2 kPa
(17 psi)

N/A (included with
magnet shipment)

SIGNA Creator,
SIGNA Explorer,
SIGNA MR355,
SIGNA MR360,
SIGNA MR380,
SIGNA Voyager

90 degree
rear exit

203 mm

(8 in.)

less than 99
kPa (14.36
psi)

M70072AF SIGNA Creator,
SIGNA Explorer,
SIGNA MR355,
SIGNA MR360,
SIGNA MR380

90 degree
side exit

203 mm

(8 in.)

less than 99
kPa (14.36
psi)

M70072AD SIGNA Creator,
SIGNA Explorer,
SIGNA MR355,
SIGNA MR360,
SIGNA MR380,
SIGNA Voyager

DVw 1.5T HMxxxx Straight 203 mm

(8 in.)

less than
117.2 kPa
(17 psi)

N/A (included with
magnet shipment)

SIGNA Artist, Op-
tima MR450w,
Optima MR450w
GEM

PM 1.5T PMxxxx /
PCxxxx

Straight 203 mm

(8 in.)

less than
137.9 kPa
(20 psi)

M6001AA SIGNA Artist,
SIGNA Voyager,
SIGNA Prime,
SIGNA Star AIR,
SIGNA Aviator
AIR, SIGNA Victor

Straight 152 mm

(6 in.)

Less than
137.9 kPa
(20 psi)

M6001AE SIGNA Artist,
SIGNA Voyager,
SIGNA Prime,
SIGNA Star AIR,
SIGNA Aviator
AIR, SIGNA Victor
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Table 1-1 Venting Specifications for Magnets That Are in New Production (Table continued)

Magnet
Name(s)

Field
Strength

Serial
Numbers

Adaptor
Type

Cryovent
Initial Di-
ameter

Maximum
Pressure
Drop

Adaptor Catalog
Number

Products

90 degree
rear exit

152 mm

(6 in.)

less than
120.6 kPa
(18.5 psi)

M6001AB SIGNA Prime,
SIGNA Star AIR,
SIGNA Aviator
AIR, SIGNA Victor

90 degree
side exit

152 mm

(6 in.)

less than
120.6 kPa
(18.5 psi)

M6001AC SIGNA Artist,
SIGNA Voyager,
SIGNA Prime,
SIGNA Star AIR,
SIGNA Aviator
AIR, SIGNA Victor

3TLC 3.0T UAxxxx Straight 203 mm

(8 in.)

less than
138 kPa (20
psi)

N/A (included with
magnet shipment)

SIGNA Architect,
Discovery
MR750w, SIGNA
Hero, SIGNA Pio-
neer, Premier,
SIGNA PET/MR

90 degree
side exit

203 mm

(8 in.)

less than
120 kPa
(17.4 psi)

M70072AD (magnet
side exit)

SIGNA Architect,
Discovery
MR750w, SIGNA
Hero, SIGNA Pio-
neer, Premier,
SIGNA PET/MR

AR 3.0T ARxxxx Straight 203 mm

(8 in.)

less than
137.9 kPa
(20 psi)

M6001AA SIGNA Hero, SIG-
NA Premier

Straight 152 mm

(6 in.)

less than
137.9 kPa
(20 psi)

M6001AE

90 degree
side exit

152 mm

(6 in.)

less than
97.6 kPa
(14.1 psi)

M6001AC

7TKA 7.0T 7TKAxxxx Straight 254 mm

(10 in.)

less than
34.5 kPa (5
psi)

N/A (included with
magnet shipment)

SIGNA 7T

90 degree
side exit

254 mm

(10 in.)

N/A (included with
magnet shipment)
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2 Magnet Room Venting Requirements

2.1 Venting System Requirements
The Magnet Room requires the following venting systems:

1. HVAC

2. Emergency exhaust

3. Cryogenic venting

The vent system certificate of conformance (CoC) applies to all new production system installations,
upgrades and replacements where a new GE Healthcare MR magnet will be installed. The purpose of
this assessment is to ensure the responsible party has read, understood and followed the requirements
outlined in this document to mitigate cryogen safety risks. The person/company responsible for the vent
construction is to complete this form on page 51 (DOC2705036) and submit it to the GE Healthcare
Project Manager of Installations (PMI) before the magnet can be delivered and installed. For sites where
cryogen vent installation is not possible before magnet delivery (magnet delivery through the ceiling
of the magnet room), the GE Healthcare PMI will document the process exception to allow for magnet
delivery, and the form must be submitted prior to connection of the magnet to the cryogen vent system.
This form represents the minimum required assessment. Additional information may be provided by the
responsible party, such as calculations or drawings.

If a siting concession is applied to any requirement in this document, it must be noted in the form with
the approved GE Healthcare concession record number.

2.2 HVAC Vent Requirements
1. The HVAC vendor must comply with Magnet Room temperature and humidity specifications and RF

shielding specifications.

2. The RF shield vendor must install open pipe or honeycomb HVAC waveguides.

3. All serviceable parts in the Magnet Room (for example, diffusers) must be non-ferrous.

4. Waveguides must be non-ferrous and electrically isolated.

5. Incoming air must contain at least 5% air from outside the Magnet Room (inside or outside the
facility) to displace residual helium.

2.3 Emergency Exhaust Vent Requirements
1. The Magnet Room exhaust vent system is supplied by the customer.

2. All items within the RF enclosure must be non-ferrous.

3. The magnet exhaust vent system must be tested and operational before the magnet is installed.

4. The exhaust intake vent must be located at the highest point on the finished or drop ceiling.

5. Any space between the finished ceiling and the RF ceiling must contain an additional exhaust intake
vent (to prevent helium from pooling above the finished ceiling).

2
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6. If there is no space between the RF ceiling and finished ceiling, the intake vent may be located on a
side wall (must be on the coldhead side of the magnet, near the coldhead, with the top edge of the
vent flush to the finished ceiling).

NOTE

If used, vent diffusers must not extend beyond the vent opening to prevent helium from
pooling between the edge of the diffuser and the ceiling.

7. The Magnet Room exhaust fan and exhaust intake vent must have a capacity of at least 34 m3/
minute (1200 CFM) with a minimum of 12 room air exchanges per hour.

8. The exhaust fan must be installed outside of the RF shield and must remain fully functional in the
magnetic field per the fan specification sheet.

9. The exhaust fan must have appropriate waveguides and dielectric break to maintain the RF shield
requirements. (Refer to RF Shielded Room Requirements, 5850260.)

10. The system must have a manual exhaust fan switch near the Operator Workspace (OW) and in the
Magnet Room near the door (the switches must be connected in parallel).

NOTE

If the Magnet Room contains an optional oxygen monitor that activates the exhaust fan,
the Magnet Room switch is not required.

11. All emergency exhaust vent system components must be accessible for customer inspection,
cleaning, and maintenance.

12. If building code requires that a fire dampening system must be installed, it must not compromise
the overall magnet vent system, and only fusible link fire dampers can be used (with annual
customer inspection).

Figure 2-1 Magnet Room Exhaust Fan Schematic

NOTE:
All items shown are supplied and installed by the 
Customer or Contractors.

Vent to outside  
environment

To Facility 
Air Handler

Motorized Damper

Ductwork

Waveguides/ 
Dielectric Isolator

AC Power (rated as required 
for operation of Motorized 
Damper and Exhaust Fan) 
Ground secondary of low voltage 
transformer to RF Room 
Common Ground Stud

MAGNET ROOM CONTROL ROOM

Exhaust Intake 

EXHAUST FAN

Drop Ceiling

RF Shield

RF Filter

Manual ON/OFF 
fan switches in 

parallel
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Figure 2-2 Magnet Room Exhaust Fan Schematic with Optional Oxygen Monitor

NOTE:
GE Option supplied and installed equipment
All other items supplied and installed by Customer or Contractors.

Vent to outside  
environment

To Facility
Air Handler

Motorized Damper

Waveguides/ 
Dielectric Isolators Ductwork

1

AC Power (rated as required 
for operation of Motorized 
Damper and Exhausted Fan). 
Ground secondary of low voltage 
transformer to RF Room 
Common Ground Stud.

Contains Audio and 
Light Indicators 

for Alarms

Internal Contacts 
(open on alarm, 
break connection)

Contractor energized during  
normal operation. At alarm or loss 
of contractor power, contacts close 
as relay de-energizes (fan on). 

Manual Fan  
Switch in series

Magnet Room

Penetration Panel (PP1)

Remote 
Oxygen 
sensor 
module 

(OM3)

Oxygen
Monitor (OM1)

Control Room

Exhaust Intake 

Drop Ceiling

TB1

K1

K1 Contacts

Fuse as
Required

Exhaust Fan

Control voltage
20-30 Vac

TB3

2 COM

1 COM

1 N.C.
1 N.O

1

1

RF Shield
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3 Cryogen Venting Requirements

3.1 Cryogenic Venting
The MR System (magnet) requires a cryogenic venting system to direct helium gas to an unoccupied
space in the event of a magnet quench. The cryogen venting system must direct all the helium gas
outside the facility, and it must prevent helium from entering all nearby facilities.

NOTE

During a quench, the liquid helium in the magnet will rapidly change phase from liquid to gas,
and the gas expands at a rapid and continuing rate as it moves toward the vent exit.

Venting systems may increase in pipe diameter, never decreasing, as the venting system length
increases from the magnet to the vent exit.

The cryogen vent designer must adhere to the following requirements for the material, construction,
and maintenance of the vent. The customer is responsible for the entire cryogenic venting system.

Note the following:

1. All pipe or tube dimensions specified in this document are outside diameters unless otherwise
noted.

2. See Magnet Cryogenic Venting Pressure Drop Reference Tables on page 32 to calculate pressure
drop for a specific magnet.

Table 3-1 Magnet Cryogen Specifications

Magnet Types Helium Volume liters (gal-
lons)

Peak Helium Flow During
Quench m³ per min (ft³

per min)

Magnet Vent Pipe OD mm
(in.)

3.0T UA series 1950 (515.14) 91 (3214) [Gas] 203.2 (8)

3.0T AR series 1919 (507) 72 (2542) [Gas] 203.2 (8) or 152.4 (6)

1.5T HM series 1770 (468) 77.5 (2737) [Gas] 203.2 (8)

1.5T R or RD series 1970 (520) 77.5 (2737) [Gas] 203.2 (8)

1.5T PM series 2000 (528) 40 (1412) [Gas] 203.2 (8) or 152.4 (6)

7.0T 7TKA series 2460 (650) 37.9 (1337) [Gas] 254 (10)

WARNING

PREVENTING CRYOGEN SAFETY RISK IN THE INSTALLED SYSTEM

Failure to comply with the requirements in this section can cause extremely cold helium
gas to enter the Magnet Room or other occupied building space. Direct contact could
cause cryogenic burns. Helium displaces oxygen, which could cause asphyxiation and
death.

Make sure the Magnet Room meets all requirements in this section.

3
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3.2 Venting Requirements for All Magnets
1. The customer is responsible for design, installation, and maintenance of all cryogenic venting

materials inside the Magnet Room.

a. The cryogenic vent system must be erected and connected to the waveguide outside the
Magnet Room per guidelines given in 3.5.2 Vent Construction on page 23 and 3.5.3 Vent
Exit on page 24 before the magnet is installed.

b. If the magnet cannot be connected to the cryogenic vent within 24 hours of delivery, the
Emergency Exhaust Vent must be installed and functional. The Emergency Exhaust Vent must
be on at all times until the cryogenic vent is connected, or it must be wired to an oxygen
monitor such that it starts automatically if oxygen levels in the Magnet Room are lower than
normal. See 2.3 Emergency Exhaust Vent Requirements on page 9.

2. The cryogenic vent must not transfer any load to the magnet vent adaptor.

3. GE provides a number of vent adaptors that can be used for the different magnets. Straight
vent adaptors or adaptors with a 90° elbow can be used for different magnet types. See Table
3-2 Magnet Vent Options and Dimensions on page 13 for details of the vent options and
dimensions.

Table 3-2 Magnet Vent Options and Dimensions

Magnet 90° Vent Catalog Height from
floor to Mag-
net Flange (in-
cluding vibro-
mat)

Height of
magnet 90°
adaptor

Total Height (floor
to top of 90°
adaptor)

Distance from
center of 90° el-
bow flange to
edge of elbow

LCC or R-ser-
ies

N/A; only straight
vent adaptor is ap-
proved for this mag-
net.

2358 mm (92.8
in.)

N/A N/A N/A

LCC-W or
RD-series

M70072AD 2358 mm (92.8
in.)

286.44 mm
(11.3 in.)

2644.44 ± 4 mm
(104.1 ± 0.16 in.)

261 ± 2 mm (10.3 ±
0.08 in.)

LCC-W or
RD-series

M70072AF 2358 mm (92.8
in.)

286.44 mm
(11.3 in.)

2644.44 ± 4 mm
(104.1 ± 0.16 in.)

274 ± 2 mm (10.8 ±
0.08 in.)

DVw or HM-
series

N/A; only straight
vent adaptor is ap-
proved for this mag-
net.

2347 mm (92.4
in.)

N/A N/A N/A

PM-series M6001AB, M6001AC 2247 mm (88.5
in.)

207.4 mm (8.2
in.)

2454.4 ± 4 mm
(96.6 ± 0.16 in.)

251 ± 2 mm (9.9 ±
0.08 in.)

AR-series M6001AC 2247 mm (88.5
in.)

207.4 mm (8.2
in.)

2454.4 ± 4 mm
(96.6 ± 0.16 in.)

251 ± 2 mm (9.9 ±
0.08 in.)

3TLC or UA-
series

M70072AD 2317 mm (91.2
in.)

286.44 mm
(11.3 in.)

2603.44 ± 4 mm
(102.5 ± 0.16 in.)

261 ± 2 mm (10.3 ±
0.08 in.)

7TKA-series N/A; included with
magnet shipment
upon request

3600 mm
(141.7 in.)

N/A (to be de-
termined dur-
ing site plann-
ning)

N/A (to be deter-
mined during site
plannning)

N/A (to be deter-
mined during site
plannning)
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4. The customer must provide any additional vent tube (above the 10 to 32 mm (0.4 to 1.25 in.) gap).
See Figure 3-4 Customer-supplied Vent on page 19.

5. Other cryogenic venting systems are allowable (for example, sidewall, ceiling offset) as long as all
other cryogenic venting requirements are met.

6. Do not remove or modify the vent adaptor bolted to the magnet.

NOTE

The GE-supplied flanged adaptor must be bolted directly to the magnet vent adaptor bolt
flange.

7. The vent must be located within 6.35 mm (0.25 in.) of the location (in relation to magnet isocenter).
See Figure 3-1 Magnet Cryogenic Vent Location to Magnet Isocenter on page 15 for details.
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3.3 Vent Location
The following figure identifies the magnet vent location in reference to the center of the magnet.

Figure 3-1 Magnet Cryogenic Vent Location to Magnet Isocenter

Magnet Foot

Patient
End Service

End

Magnet
Isocenter

Vent

1

2

Magnet Type Item 1 (Distance) Item 2 (Distance)

PM or AR series 349.5 ± 6.4 mm

(13.76 ± 0.25 in.)

399.2 ± 6.4 mm

(15.7 ± 0.25 in.)

3TLC or UA series, LCC or R/RD-series, DVw or HM series 349.5 ± 6.4 mm

(13.76 ± 0.25 in.)

406.4 ± 6.4 mm

(16 ± 0.25 in.)

7TKA series See below1 See below1

1 Refer to Figure 5-1 Magnet Cryogenic Vent Location (For SIGNA 7T)  on page 53
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3.4 Vent Requirements Inside the Magnet Room
There are different vent requirements for different magnet types (R-series, UA, HM, PM, AR, 7TKA)
and different vent options (straight vent or 90° adaptor). See Table 3-2 Magnet Vent Options and
Dimensions on page 13 for a list of venting options for each magnet type.

3.4.1 Vent Materials
1. The vent material must be one of the following materials with the wall thickness indicated in the

table below:

Table 3-3 Vent Materials

Material Minimum Maximum

SS 304 0.89 mm (0.035 in.) 3.18 mm (0.125 in.)

AL 6061-T6 2.11 mm (0.083 in.) 3.18 mm (0.125 in.)

Copper DWV, M or L 2.11 mm (0.083 in.) 3.56 mm (0.140 in.)

2. Either tubes or pipes may be used and must be seamless or have welded seams.

NOTE

All welds on the installed pipe must be ground down to a smooth surface to match
the outer diameter of the provided pipe so that it can be clamped to the Ventglas with
enough force. After a pipe has been welded, the inner and outer diameters must be the
same for the whole length of the pipe.

3. Corrugated pipe or spiral duct must not be used.

4. If required, bellows pipe less than 305 mm (12 in.) in length may be used as a thermal expansion
joint.

5. The vent pipe must withstand a maximum pressure of 241.4 kPa (35 psi).

6. Waveguide vent material must match the outside diameter of the magnet flanged vent adaptor.

3.4.2 Cryogen Vent Support
1. Refer to Table 1-1 Venting Specifications for Magnets That Are in New Production on page 7 for

Maximum Pressure Drop for the applicable magnet and vent adaptor.

2. Any vent support connected to the RF shield must have a dielectric break.

3. The vent support must be designed to prevent any transfer of load across the dielectric break.

4. The Ventglas joint (GE-supplied) must not be used as a vent system support.

5. Vent support must consider expansion and contraction of piping due to temperature change,
including during a quench.

6. If the vent pipe design inside the Magnet Room includes elbows after the dielectric break or
ventglass joint (as seen on the right side of Figure 3-2 Pipe Supports to Remove Vent Load from
Ventglas Connection (For all systems*)  on page 17), the venting system (including supports) must
be sized to withstand helium flow reaction forces at vent elbows listed in 3.5.1 Cryogen Vent
Support on page 23.
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Figure 3-2 Pipe Supports to Remove Vent Load from Ventglas Connection (For all systems*)

* For 7.0T systems, refer to Figure 5-2 Pipe Supports to Remove Vent Load from Ventglas Connection
(For SIGNA 7T)  on page 54.

3.4.3 Venting Requirements for Straight Vent Adaptors
1. For magnets that use a straight adaptor, the adaptor can be cut to length. The minimum length is

102 mm (4 in.). Refer to Figure 3-3 Straight Magnet Vent Adaptor on page 18 for an example of a
straight adaptor.
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Figure 3-3 Straight Magnet Vent Adaptor

Magnet Type Item 1

Height from floor to Magnet Flange
(including vibromat)

Item 2

Adaptor Length

LCC or R/RD-series 2358 ± 4 mm

(92.8 ± 0.16 in.)

102 - 610 mm

(4 - 24 in.)

DVw or HM series 2347 ± 4 mm

(92.4 ± 0.16 in.)

102 - 610 mm

(4 - 24 in.)

PM or AR series 2247 ± 4 mm

(88.5 ± 0.16 in.)

102 - 615 mm

(4 - 24.2 in.)

3TLC or UA series 2317 ± 4 mm

(91.2 ± 0.16 in.)

102 - 610 mm

(4 - 24 in.)

7TKA series 3600 ± 4 mm

(141.7 ± 0.16 in.)

102 - * mm

(4 - * in.)

Note: maximum length to be
determined during site planning

2. The customer-supplied vent must be correctly located in reference to isocenter of the magnet. See
Figure 3-1 Magnet Cryogenic Vent Location to Magnet Isocenter on page 15.

3. The customer must provide any additional vent tube (above the 10 to 32 mm (0.4 to 1.25 in.) gap)
beyond the 610 mm (24 in.) provided. See Figure 3-4 Customer-supplied Vent on page 19.
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Figure 3-4 Customer-supplied Vent

3.4.4 Venting Requirements for 90° Vent Adaptors
NOTE

• If a 90° vent adaptor is being used it is recommended to wait until the magnet is in
position before completing the customer-supplied section of vent, provided that the vent
can be installed within 24 hours after magnet delivery.

• No modifications can be made to the 90° vent.

1. For magnets utilizing a 90° vent adaptor, the 90° adaptor will attach to the magnet flange.

2. The customer is responsible for constructing the remaining vent that mates to the 90° adaptor. See
the following for vent specifications and configuration examples:

• Side Exit 90° adaptor (example): Figure 3-5 Dimensions of 90° Adaptor Side Exit on page 20

NOTE

Side Exit can only be directed to the non service side (right side when viewed from
patient end).

• Rear Exit 90° adaptor (example): Figure 3-6 Dimensions of 90° Adaptor Rear Exit on page 21

3. There must be a gap of 10-32 mm (0.4-1.25 in.) between the 90° adaptor and the customer-supplied
magnet vent.
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Figure 3-5 Dimensions of 90° Adaptor Side Exit

Magnet Type Item 3

Total Height (floor to top of 90° adaptor)

Item 4

Distance from center of 90° elbow flange to
edge of elbow

LCC-w or R/RD-series 2644.44 ± 4 mm

(104.1 ± 0.16 in.)

261 ± 2 mm

(10.3 ± 0.08 in.)

3TLC or UA series 2603.44 ± 4 mm

(102.5 ± 0.16 in.)

261 ± 2 mm

(10.3 ± 0.08 in.)

PM or AR series 2454.4 ± 4 mm

(96.6 ± 0.16 in.)

251 ± 2 mm

(9.9 ± 0.08 in.)

7TKA series 3896 ± 4 mm

(153.4 ± 0.16 in.)

N/A (to be determined during site planning)
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Figure 3-6 Dimensions of 90° Adaptor Rear Exit

Magnet Type Item 5

Total Height (floor to top of 90° adaptor)

Item 6

Distance from center of 90° elbow flange to
edge of elbow

LCC-w or R/RD-
series

2644.44 ± 4 mm

(104.1 ± 0.16 in.)

274 ± 2 mm

(10.8 ± 0.08 in.)

PM series 2454.4 ± 4 mm

(96.6 ± 0.16 in.)

251 ± 2 mm

(9.9 ± 0.08 in.)

7TKA series 3896 ± 4 mm

(153.4 ± 0.16 in.)

N/A (to be determined during site planning)

3.4.5 Vent Size
1. The sizing requirements of the vent are determined by the total pressure drop of the cryogenic vent

system from the magnet vent interface to, and including, the vent cap.

2. The pressure drop of the RF shield waveguide must be included in the overall calculation.

3. This pressure drop must be included in the cryogenic vent system pressure drop design.

Refer to Table 1-1 Venting Specifications for Magnets That Are in New Production on page 7 and Magnet
Cryogenic Venting Pressure Drop Reference Tables on page 32 for pressure drop specifications.

3.4.6 Construction
1. A single dielectric break (i.e., Ventglas connection) in the vent system is required in the Magnet

Room.
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a. The gap between the RF waveguide and GEHC-supplied magnet vent adaptor must be 10 to 32
mm (0.4 to 1.25 in.).

b. The outside diameter of the waveguide must match the outside diameter of the magnet vent
adaptor within ± 3 mm (0.125 in.).

NOTE

We recommend a pipe deflection of less than 0.5 mm (0.02 in.) between the magnet
vent adaptor and waveguide.

c. The Ventglas connection inside the Magnet Room must be accessible for maintenance and
annual inspection.

2. The Ventglas connection may also serve as a thermal expansion joint.

3. All pipe section connections must be welded or brazed.

4. All isolation or thermal expansion elements (except the Ventglas joint) must be rated to 4.5 K
(-451°F or -268°C) and 241.4 kPa (35 psi).

5. The vent system must be insulated with 38 mm (1.5 in.) thick flexible unicellular insulation to
prevent condensation during magnet ramping. Exposed insulation must be covered with a white
PVC jacket. The clearance area of the dielectric break must be left bare (without insulation) or the
insulation must be easily removable for periodic inspection.

6. A minimum clearance of 102 mm (4 in.) is required between the ceiling or wall and the dielectric
break both inside and outside the Magnet Room. The overall length of the waveguide must be at
least 812 mm (32 in.).

Figure 3-7 Waveguide

Item Description

1 Waveguide (at least 812 mm (32 in.) long)

For 7.0T systems, refer to Figure 5-3 Waveguide (For SIGNA 7T)  on page 54.
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3.5 Vent Requirements Outside the Magnet Room
The customer is responsible for design, construction, and maintenance of all cryogenic venting materials
outside the Magnet Room from the shielded room waveguide to the vent cap.

3.5.1 Cryogen Vent Support
1. (For 3.0T magnets or UA or AR-series) The venting system (including supports) must be sized to

withstand 11125 N (2500 lb.) helium flow reaction force at vent elbows.

(For 1.5T magnets or PM, HM or R-series) The venting system (including supports) must be sized to
withstand 8229 N (1850 lb.) helium flow reaction force at vent elbows.

(For 7.0T magnets or 7TKA-series) The venting system (including supports) must be sized to
withstand 1700 N (382 lb.) helium flow reaction force at vent elbows.

2. The customer-supplied dielectric break must not be used to support the outside cryogenic vent
pipe.

3. The vent support must be designed to prevent any transfer of load across the dielectric break.

4. Vent support must consider expansion and contraction of piping due to temperature change,
including during a quench.

3.5.2 Vent Construction
1. GE Engineering recommends that the cryogen vent be constructed to the same specification as

required inside the Magnet Room.

2. The vent must be routed as directly as possible to the vent cap (that is, the venting system external
protective cover).

3. Expansion or contraction elements must be provided for a temperature decrease from ambient to
4.5 K (-451°F or -268°C).

4. A dielectric break must be installed adjacent to the waveguide. See Figure 3-8 Outside Dielectric
Break (Customer-supplied) on page 24.

a. The dielectric break gap must be 25 ± 6 mm (1.0 ± 0.25 in.).

b. A customer-supplied clamp may be used to connect the dielectric break.

c. The dielectric break must be accessible for inspection or maintenance.

d. The dielectric break and vent pipe support must be designed to prevent load transfer across
the dielectric break.

5. All components must be rated to withstand the helium flow reaction force at temperatures from
ambient to 4.5 K (-451°F or -268°C).

6. Electromechanical fire dampers must not be used. Fusible link fire dampers may be used (with
annual inspection).

7. The vent cap must prevent ingress of weather elements (for example, rain, snow, hail, sand, and so
on) and foreign material debris (for example, leaves, bird nests, and so on).

8. Condensate must be prevented from pooling inside any section of the venting system (for example,
a downward tilted vent system or local minima with weephole).
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Figure 3-8 Outside Dielectric Break (Customer-supplied)

3.5.3 Vent Exit

WARNING

CRYOGENIC BURNS OR ASPHYXIATION

During a quench, extremely cold gas or particles are released from the cryogenic venting
system. A quench may occur at any time.

Make sure access to the cryogen vent exhaust area is restricted and the released gas does
not reenter the building. Refer to the specifications below.

1. (For 3.0T or 7.0T magnets or UA, AR or 7TKA-series) An exhaust area in front of the vent 10700
mm (420 in.) long x 4600 mm (180 in.) wide is required. (See Figure 3-9 Cryogenic Exterior Venting
Volume and Exclusion Area (Rooftop Vent) on page 26 and Figure 3-10 Cryogenic Exterior Venting
Volume and Exclusion Area (Side Vent, Front View) on page 28.)

(For 1.5T magnets or PM, HM or R-series) An exhaust area in front of the vent 6100 mm (240 in.)
long by 4600 mm (180 in.) wide is required. (See Figure 3-9 Cryogenic Exterior Venting Volume and
Exclusion Area (Rooftop Vent) on page 26 and Figure 3-10 Cryogenic Exterior Venting Volume and
Exclusion Area (Side Vent, Front View) on page 28.)

a. The vent exit area must not include air intake vents to prevent cryogen exhaust from reentering
the facility.

b. The vent exit area must not include any personnel, building components, or objects (movable or
stationary).

c. The facility is responsible for any exhaust area barriers, restrictions, and warning signs.

2. For a rooftop exit:
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a. Use either a horizontal exhaust vent with a 90° elbow with minimal pressure drop, or a roof cap
with low pressure drop and a high flow rate.

b. The bottom of the 90° elbow must be at least 914 mm (36 in.) above the roof deck (or higher if
at risk of being blocked by drifting snow, sand, and so on).

c. The outlet must be covered with a 12.7 mm (0.5 in.) square screen mesh.

d. The exhaust vent cover or cap must be included in the pressure drop calculation.

e. Physical barriers must be used to keep all persons out of the exclusion area.
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Figure 3-9 Cryogenic Exterior Venting Volume and Exclusion Area (Rooftop Vent)

Item Description

1 Vent cap (customer-supplied)

2 Rooftop

3 Length of venting area:

6100 mm (240 in.) (For 1.5T magnets)

10700 mm (420 in.) (For 3.0T or 7.0T magnets)

4 Exclusion area

5 2300 mm (90 in.) or distance to surface of rooftop

6 Warning sign

3. For a sidewall exit:

a. You can use an exhaust vent with a 45° elbow (with a deflector rated for the helium reaction
force), a 90° elbow, or vent cap with no restriction in gas flow.

b. The exhaust exit must be at least 3660 mm (144 in.) above the ground.

c. The outlet must be covered with a 12.7 mm (0.5 in.) square screen mesh.
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d. The vent exit must be covered to prevent foreign material from entering or blocking the
opening (for example, louvers).

e. The exhaust vent exit must be included in the pressure drop calculation.

4. The exclusion area shown below must not include any personnel, building components, or objects
(movable or stationary).

NOTE

A minimum height of 3660 mm (144 in.) is needed for safe operation of the venting
system.

5. If the height from the vent to the ground is greater than 3660 mm (144 in.) and less than 5000
mm (197 in.), physical barriers must be used to keep all persons out of the exclusion area. If the
height from the vent to the ground is greater than 5000 mm (197 in.), physical barriers are not
required. See Figure 3-10 Cryogenic Exterior Venting Volume and Exclusion Area (Side Vent, Front
View) on page 28.

6. The vent must be at least 3000 mm (118 in.) away from windows on both sides, and it must be at
least 6000 mm (236 in.) away from windows above the vent. If the windows cannot open, there is no
minimum specification.
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Figure 3-10 Cryogenic Exterior Venting Volume and Exclusion Area (Side Vent, Front View)

Item Description

1 Vent exit

2 Cylindrical vent volume (absolute clearance volume):

Diameter 4600 mm (180 in.) x Length 6100 mm (240 in.) (For 1.5T magnets)

Diameter 4600 mm (180 in.) x Length 10700 mm (420 in.) (For 3.0T or 7.0T magnets)

3 Exclusion area

4 Distance between the vent pipe and ground.

Minimum height = 3660 mm (144 in.)

Barriers are not required if the height is > 5000 mm (197 in.).

5 Ground

6 Window
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Figure 3-11 Cryogenic Exterior Venting Volume and Exclusion Area (Side Vent, Side View)

Item Description

1 Vent exit

2 Cylindrical vent volume (absolute clearance volume):

Diameter 4600 mm (180 in.) x Length 6100 mm (240 in.) (For 1.5T magnets)

Diameter 4600 mm (180 in.) x Length 10700 mm (420 in.) (For 3.0T or 7.0T magnets)

3 Exclusion area

4 Distance between the vent pipe and ground.

Minimum height = 3660 mm (144 in.)

Barriers are not required if the height is > 5000 mm (197 in.).

5 Ground

7 Exterior wall

3.5.4 Combined Vent
A site can combine cryogen venting from two GEHC MR Systems.

NOTE

The customer chooses this option with the risk that a magnet quench may quench the
second magnet.

The waveguides of each system can connect with 45° elbow connectors to a 305 mm (12 in.) pipe as
shown in the illustration below. The pipe must be sealed at the bottom, and a plate must be fully welded
to the inside of the pipe to correctly direct all cryogens out of the Magnet Room. The plate and pipe used
for the combined vent must be the same as the waveguide material.

1. The total pressure drop of the cryogenic vent system from the magnet vent interface to, and
including, the vent cap of each magnet must not exceed the specifications in Table 1-1 Venting
Specifications for Magnets That Are in New Production on page 7.
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2. The pressure drop in the shared section of the vent must not exceed 27.6 kPa (4 psi).

3. The combined vent pipe diameter selected to maintain the pressure drop will require the combined
pipe section diameter meet the back pressure and 241.3 kPa (35 psi) internal pressure forces.

4. The two magnet vents require a plate separating the entering pipes to prevent one magnet quench
from imposing a back pressure to the other magnet.

5. The separation plate must be able to withstand the quench up to 241.3 kPa (35 psi) internal
pressure caused by the impinging gas flow. If the separation plate in the combined pipe section
becomes distorted after a quench, it must be inspected or replaced.

6. The venting system must have a structural support along any pipe section elbow and at the joining
of the two (2) magnet vents to the combined vent.

Figure 3-12 Combined Vent

Combined Vent Illustration Notes:

1. The distance between the magnet and the tie-in point to the large diameter common pipe should
be minimized as much as possible.

2. The maximum pressure drop for each magnet between the magnet tie-in to the common pipe and
the vent exit to outside shall be less than or equal to 27.6 kPa (4 psi).

NOTE

This is required to protect the second magnet. When one magnet quenches, this
decreases the pressure in the section of the other magnet. If that pressure drop is
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greater than 27.6 kPa (4 psi), the burst disk of the other magnet will crack and possibly
burst.

3. An additional pressure drop, equivalent to a standard 90° elbow, shall be added to each magnet
branch due to the entrance effect to the common pipe section.

4. Use the hydraulic diameter (instead of pipe diameter) when calculating the pressure drop after a
magnet branch ties into the common vent pipe until it leaves the edge of the separation plate (area
indicated by yellow dashed lines in Figure 3-12 Combined Vent on page 30).

5. For a circular cross section of diameter D1, with the divider of width D1:

Hydraulic diameter = (πD1) / (π+2)

6. D2 is typically 203 mm (8 in.) in diameter (Figure 3-12 Combined Vent on page 30 is not to scale).
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4 Reference

4.1 Magnet Cryogenic Venting Pressure Drop Reference
Tables

1. Use the following tables to calculate the cryogenic vent pressure drop through the pipe used. See
Table 3-1 Magnet Cryogen Specifications on page 12 for the flow rate during a quench.

2. Use the following equivalent lengths to calculate the elbow and miter pressure drops as needed.
Elbows with angles greater than 90° must not be used. Gas temperature at the magnet interface
starts at 4.5 K (-268°C or -452° F).

a. 90° standard sweep elbow K = 9.14 m (30 ft.)

b. 90° long sweep elbow K = 6.1 m (20 ft.)

c. 45° standard sweep elbow K = 4.9 m (16 ft.)

d. 45° long sweep elbow K = 3.04 m (10 ft.)

e. 90° miter K = 18.29 (60 ft.)

Term Definition

K Straight length equivalent of the fitting

R Radius of the bend

D Diameter of the pipe

Standard sweep elbow R/D = 1.0

Long sweep elbow R/D = 1.5

NOTE

Make sure you reference the correct table for the magnet that is being installed.

4
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5 Appendix

5.1 Magnet Venting Conformance Assessment Form
Site Identification:

Customer/Hospital/Clinic Name:

Site name:

Country:

Report By:

Date of Report:

Completed By (Name and Signature):

Completed by (Title}:

Completed by (Company}:

Requirement Check Correct Re-
sponse

Section 2.2: HVAC Vent Requirements

Does the incoming air contain at least 5% air from outside the Magnet Room? ☐ Yes ☐ No

Section 2.3: Emergency Exhaust Vent Requirements

Is the emergency exhaust vent installed at the highest point of the finished/drop ceiling or at
the top of the side wall on the coldhead side?

☐ Highest
point

☐ Side
wall

Has the emergency exhaust vent been tested and is it operational? ☐ Yes ☐ No

Do the emergency exhaust fan and the exhaust intake vent each have a capacity of at least 34
m3/minute (1200 CFM) with a minimum of 12 room air exchanges per hour?

☐ Yes ☐ No

Is there a manual exhaust fan switch near the Operator Workspace (OW) and in the Magnet
Room near the door?

☐ Yes ☐ No

Is the exhaust fan activated by an oxygen monitor? ☐ Yes ☐ No

Is the Magnet Room exhaust fan installed per Figure 2-1 or Figure 2-2 of 5850263-xxx?

List applicable Figure number.

☐ Yes ☐ No

Section 3.1: Cryogen Venting Requirements

Does the vent pipe diameter meet the specifications per Table 3-1 of 5850263-xxx where the
pipe interfaces with the magnet adaptor?

☐ Yes ☐ No

Is the vent size designed per the vent pressure drop table listed in section 4 Reference of
5850263-xxx?

List applicable Table number.

☐ Yes ☐ No

Section 3.2: Venting Requirements

Is the cryogenic vent supported in such a way that it will not transfer any load to the magnet
vent adaptor?

☐ Yes ☐ No

Are the vent options and dimensions selected from Table 3-2 of 5850263-xxx?

List the Magnet used from Table 3-2 of 5850263-xxx here.

☐ Yes ☐ No

5
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Requirement Check Correct Re-
sponse

Section 3.4: Vent Requirements Inside the Magnet Room

Is the vent made of one of the materials listed in Table 3-3 of 5850263-xxx?

List the Material used from Table 3-3 of 5850263-xxx here.

☐ Yes ☐ No

Are the tubes or pipes seamless or do they have welded/brazed seams and joints between
sections? (Corrugated pipe and/or spiral duct is not permitted)

☐ Yes ☐ No

Are the vent pipes designed to withstand 241.4 kPA (35 psi)? ☐ Yes ☐ No

Are the vent supports designed to withstand loads, expansion and contraction during a
quench?

List the Product from Table 1-1 of 5850263-xxx here.

☐ Yes ☐ No

Is the vent adaptor a straight adaptor or a 90 degree adaptor? Answer one of the following
two questions.

☐ Straight ☐ 90 de-
gree

For straight adaptor configurations: Is there enough clearance to accommodate at least
102 mm (4 in.) for the magnet vent adaptor, in addition to the required gap of 10 to 32 mm (0.4
to 1.25 in.) per Figures 3-3 and 3-4 of 5850263-xxx?

☐ Yes ☐ No

For 90 degree adaptor configurations: Is there enough clearance to accommodate the
required gap of 10 to 32 mm (0.4 to 1.25 in.) per Figures 3-5 or 3-6 of 5850263-xxx?

☐ Yes ☐ No

Is only one dielectric break installed in the Magnet Room and is it installed at the magnet
interface?

☐ Yes ☐ No

Is there a minimum clearance of 102 mm (4 in.) between the ceiling or wall both inside and
outside the Magnet Room to accommodate the dielectric breaks per Figure 3-7 of 5850263-
xxx? NOTE: The overall length of the waveguide must be at least 812 mm (32 in.)

☐ Yes ☐ No

Section 3.5: Vent Requirements Outside the Magnet Room

Are the tubes or pipes seamless or do they have welded/brazed seams and joints between
sections? (Corrugated pipe and/or spiral duct is not permitted)

☐ Yes ☐ No

Are the vent supports designed to withstand loads, expansion and contraction during a
quench?

List the Product used from Table 1-1 of 5850263-xxx here.

☐ Yes ☐ No

Is only one dielectric break installed outside the Magnet Room, adjacent to the wave guide,
and is there a 19 to 32 mm (0.75 to 1.25 in.) gap to the vent pipe per Figure 3-8 of 5850263-
xxx?

☐ Yes ☐ No

Are any electromechanical fire dampers used? ☐ Yes ☐ No

Is condensate prevented from pooling inside any section of the venting system by use of
downward tilt or weep holes?

☐ Yes ☐ No

Does the vent exhaust exit have an exclusion area per Figures 3-9, 3-10 and 3-11 of 5850263-
xxx?

☐ Yes ☐ No

Is the vent exit area free of air intake vents and windows to prevent cryogen exhaust from
reentering the facility per Figures 3-9, 3-10 and 3-11 of 5850263-xxx?

☐ Yes ☐ No

Is the vent outlet covered with square screen mesh and does it have a cover/cap over the pipe,
if the vent outlet is orientated in the vertical up position?

☐ Yes ☐ No

Was the exhaust vent cover or cap included in the pressure drop calculation? ☐ Yes ☐ No

Combined cryogen venting from two GE Healthcare MR systems must be noted and can be
used if construction follows this requirement with separation plates, supports and properly
designed pressure drops per Figure 3-12 of 5850263-xxx. Is there a combined vent?

☐ Yes ☐ No
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Requirement Check Correct Re-
sponse

Are all other requirements contained within the Magnet Room Venting manual understood
and adhered to?

☐ Yes ☐ No

Site Identification: To be filled out by GEHC

SYSID/GON:

Type of GEHC system (Product name):

Type of GEHC magnet:

GEHC Concession or Deviation (if applied):

Date Received:

Received By (Name and SSO):

Received by (Title}:

5.2 Information for 7TKA-series (7.0T) only
The following figure identifies the magnet vent location in reference to the center of the magnet.

Figure 5-1 Magnet Cryogenic Vent Location (For SIGNA 7T)

Item Description

1 Magnet Front (Top View)

2 Magnet Geometric Isocenter

3 Vent Opening
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Figure 5-2 Pipe Supports to Remove Vent Load from Ventglas Connection (For SIGNA 7T)

Figure 5-3 Waveguide (For SIGNA 7T)
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Revision History

English Document review and approval per DOC2348809

Rev Date Description

Rev 5 September
2022

Section 1.3: Added serial number PCxxxx to PMxxxx; added product SIGNA Star AIR,
SIGNA Aviator AIR and SIGNA Victor to row for PM/PC magnet

Section 3.4.6: Updated Step 5: Added "insulation must be easily removable"

Rev 4 March 2022 Section 1.3: Added product Artist Evo to row for LCC or CXK4 magnet

Section 2.1: Added section for vent system certification of conformance

Section 3.4.6: Updated Step 5: Added sentence clearance area of dielectric break

Section 4.1: Updated Table 4.3

Section 5.1: New section for Magnet Venting Conformance Assessment Form

Rev 3 July 2021 Added magnet types AR (3.0T) and 7TKA (7T) information throughout the manual

Rev 2 January 2021 Corrected revision number on front page. Content remains unchanged. Routed in My-
Workshop with DOC2348809 Rev. 3

Rev 1 August 2020 Initial Release of 5850263-1EN based on DOC2348809 Rev. 2
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