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NMPEAYNPEXAEHUNE Toga ynbTBaHe 3a paboTa e HAanmMYHO Camo Ha aHMMACKU e3uK.
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e AKO [OCTaBYMKBLT Ha yCryraTa Ha KnueHTa usncka Apyr e3uK, 3aabJhkeHUe Ha KIMeHTa e
Ja ocurypu npeeog.

e He unsnonsearite 060pyaBaHeTO, Npeau Aa CTe ce KOHCynTMpanu 1 pasépanm
ynbTBaHETO 3a paboTa.

. HecnassaHeTo Ha ToBa npeaynpexaeHne Moxe fa aosede A0 HapaHsBaHe Ha
[AOCTaB4MKa Ha ycrnyraTta, onepartopa Unu nauueHTa B pe3yntaT Ha TOKOB yaap,
MeXaHU4yHa unu apyra onacHocCT.
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Ovaj servisni priru¢nik dostupan je na engleskom jeziku.

e Ako davatelj usluge klijenta treba neki drugi jezik, klijent je duZan osigurati prijevod.

e Ne pokuSavajte servisirati opremu ako niste u potpunosti progitali i razumjeli ovaj
servisni priru¢nik.

e  Zanemarite li ovo upozorenje, moze doc¢i do ozljede davatelja usluge, operatera ili
pacijenta uslijed strujnog udara, mehanickih ili drugih rizika.

Tento provozni ndvod existuje pouze v anglickém jazyce.

e V pfipadé, Ze externi sluzba zakaznikim potfebuje navod v jiném jazyce, je zajisténi
prekladu do odpovidajiciho jazyka ukolem zakaznika.

e Nesnazte se o udrzbu tohoto zafizeni, aniz byste si precetli tento provozni navod a
pochopili jeho obsah.

e V pfipadé nedodrzovani této vystrahy miize dojit k poranéni pracovnika prodejniho
servisu, obsluzného personalu nebo pacientu vlivem elektrického proudu, respektive
vlivem mechanickych ¢&i jinych rizik.

Denne servicemanual findes kun pa engelsk.

e Hvis en kundes tekniker har brug for et andet sprog end engelsk, er det kundens ansvar
at sgrge for overseettelse.

e Forsgg ikke at servicere udstyret uden at leese og forsta denne servicemanual.

e Manglende overholdelse af denne advarsel kan medfare skade pa grund af elektrisk
stad, mekanisk eller anden fare for teknikeren, operatgren eller patienten.

Deze onderhoudshandleiding is enkel in het Engels verkrijgbaar.

¢ Als het onderhoudspersoneel een andere taal vereist, dan is de klant verantwoordelijk
voor de vertaling ervan.

e Probeer de apparatuur niet te onderhouden alvorens deze onderhoudshandleiding werd
geraadpleegd en begrepen is.

¢ Indien deze waarschuwing niet wordt opgevolgd, zou het onderhoudspersoneel, de
operator of een patiént gewond kunnen raken als gevolg van een elektrische schok,
mechanische of andere gevaren.
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This service manual is available in English only.

e If a customer's service provider requires a language other than english, it is the
customer's responsibility to provide translation services.

e Do not attempt to service the equipment unless this service manual has been
consulted and is understood.

e Failure to heed this warning may result in injury to the service provider, operator or
patient from electric shock, mechanical or other hazards.

See teenindusjuhend on saadaval ainult inglise keeles

e Kui klienditeeninduse osutaja nduab juhendit inglise keelest erinevas keeles, vastutab
klient télketeenuse osutamise eest.

e Arge Uritage seadmeid teenindada enne eelnevalt kéesoleva teenindusjuhendiga
tutvumist ja sellest aru saamist.

e Kaesoleva hoiatuse eiramine vdib pdhjustada teenuseosutaja, operaatori vdi patsiendi

vigastamist elektril66gi, mehaanilise vdi muu ohu tagajarjel.
Tama huolto-ohje on saatavilla vain englanniksi.

e Jos asiakkaan huoltohenkildstd vaatii muuta kuin englanninkielistéd materiaalia,
tarvittavan kaannoksen hankkiminen on asiakkaan vastuulla.

e Al yrita korjata laitteistoa ennen kuin olet varmasti lukenut ja ymmartanyt timan
huolto-ohjeen.

e Mikali thta varoitusta ei noudateta, seurauksena voi olla huoltohenkiloston, laitteiston
kayttajan tai potilaan vahingoittuminen sahkoiskun, mekaanisen vian tai muun
vaaratilanteen vuoksi.

Ce manuel d'installation et de maintenance est disponible uniguement en anglais.

e Sile technicien d'un client a besoin de ce manuel dans une langue autre que l'anglais,

il incombe au client de le faire traduire.

¢ Ne pas tenter d'intervenir sur les équipements tant que ce manuel d'installation et de

maintenance n'a pas été consulté et compris.

e Le non-respect de cet avertissement peut entrainer chez le technicien, l'opérateur ou

le patient des blessures dues a des dangers électriques, mécaniques ou autres.

Diese Serviceanleitung existiert nur in englischer Sprache.

¢ Falls ein fremder Kundendienst eine andere Sprache benétigt, ist es Aufgabe des
Kunden fir eine entsprechende Ubersetzung zu sorgen.

e Versuchen Sie nicht diese Anlage zu warten, ohne diese Serviceanleitung gelesen
und verstanden zu haben.

e Wird diese Warnung nicht beachtet, so kann es zu Verletzungen des
Kundendiensttechnikers, des Bedieners oder des Patienten durch Stromschléage,
mechanische oder sonstige Gefahren kommen.

To mapov eyxelpidio oépPig diaTiBeTal pévo oTa ayyAIKa.

o Edv o texvikdg a€pPIg evog TTEAATN aTTQITE TO TTAPOV EYXEIPIOI0 0€ YAWOOO EKTOG TWV
ayyAIKwv, atToTeAEl uBUVN Tou TTEAATN va TTOPEXEI TIG UTTNPECIEG HETAPPAONG.

o Mnv eTIXEIPrOETE TNV EKTEAEDN £PYACIWV OEPPIG OTOV EEOTTAIOUO av BEV EXETE
OUMPBOUAEUTEI KaI KOTOVONOEl TO TTAPOV EYXEIPIDIO TEPPIG.

o Av dev TpoaégeTe TNV TTPOEISOTTOINON AUTH, EVOEXETAI VA TTPOKANBET TPAUUATIONOG
aTOV TEXVIKO O€PRIG, OTO XEIPIOTH A aTOoV acBevr) atrd NAeKTPOTTANEIa, unxavikoug i
dAAoug KivoUvoug.

Ezen karbantartasi kézikonyv kizarélag angol nyelven érheté el.

e Ha a vevd szolgaltatoja angoltdl eltérd nyelvre tart igényt, akkor a vevé feleléssége a
forditas elkészittetése.

e Ne probdlja elkezdeni haszndalni a berendezést, amig a karbantartasi kézikdnyvben
leirtakat nem értelmezték.

o Ezen figyelmeztetés figyelmen kiviil hagyasa a szolgaltatd, mikodteté vagy a beteg
aramités, mechanikai vagy egyéb veszélyhelyzet miatti sértilését eredményezheti.
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Pessi pjénustuhandbdk er adeins faanleg & ensku.

e Ef ad pjénustuveitandi vidskiptamanns parfnast annas tungumals en ensku, er pad
skylda vidskiptamanns ad skaffa tungumalapjénustu.

e Reynid ekki ad afgreida taeki® nema ad pessi pjonustuhandbdk hefur verid skodud
og skilin.

e Brot a sinna pessari advorun getur leitt til meidsla & pjonustuveitanda, stjérnanda
eda sjuklings fra raflosti, vélreenu eda 6drum ahaettum.

Il presente manuale di manutenzione € disponibile soltanto in lingua inglese.

e Se un addetto alla manutenzione richiede il manuale in una lingua diversa, il cliente &
tenuto a provvedere direttamente alla traduzione.

e Procedere alla manutenzione dell'apparecchiatura solo dopo aver consultato il
presente manuale ed averne compreso il contenuto.

¢ |l mancato rispetto della presente avvertenza potrebbe causare lesioni all'addetto alla
manutenzione, all'operatore o ai pazienti provocate da scosse elettriche, urti
meccanici o altri rischi.

COH—EAXZIT7NICREEBRLLI S EE A,

o U—ERAZHYET MBI EENKFUNDETEFEZEREThZHE, BREXETOXE
NDEFETHTOIEDEEETVELEERT,

e COH—EAYZITIIERFZLERETIC. KBOY—ERETHhRVTI S
W

e COBLEIZRDLEBEWVES, Y—EAZBHEET LD A, BEEHHIVEFEE A
A BEPEHENXETOMORRICKEBEBTDITHEEI HYET,

2 MHA =22 S22 0lSotal == ASLICH
A

= MHIA IH=2E ZA0H0 =Kok 2 014 ol Y EHIE s=2loted ) AIZGHAl
OHAAIL.
= 1 A0l R2otXl 228 M| AT, JIAHA S JIEt !Ig22 2lal

MBIA JMSX, AEX = S0 RS gE =
ST apkopes rokasgramata ir pieejama tikai anglu valoda.

e Ja klienta apkopes sniedz&jam nepiecieSama informacija cita valoda, klienta
pienakums ir nodros8inat tulkojumu.

e Neveiciet aprikojuma apkopi bez apkopes rokasgramatas izlasiSanas un saprasanas.

o &1 bridinajuma neievéroSanas rezultata var rasties elektriskas stravas trieciena,
mehanisku vai citu faktoru izraisttu traumu risks apkopes sniedz&jam, operatoram vai
pacientam.

Sis eksploatavimo vadovas yra tik angly kalba.

o Jei kliento paslaugy tiekéjas reikalauja vadovo kita kalba — ne angly, suteikti vertimo
paslaugas privalo klientas.

o Neméginkite atlikti jrangos techninés priezidros, jei neperskaitéte ar nesupratote Sio
eksploatavimo vadovo.

o Jei nepaisysite Sio jspéjimo, galimi paslaugy tiekéjo, operatoriaus ar paciento
suzalojimai dél elektros $oko, mechaniniy ar kity pavojy.

Denne servicehandboken finnes bare p& engelsk.

e Hvis kundens serviceleverandgr har bruk for et annet sprék, er det kundens ansvar a
sgrge for oversettelse.

o Ikke forsgk & reparere utstyret uten at denne servicehadndboken er lest og forstatt.

¢ Manglende hensyn til denne advarselen kan fare til at serviceleverandgaren,
operatgren eller pasienten skades pa grunn av elektrisk stgt, mekaniske eller andre
farer.
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OSTRZEZENIE
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Niniejszy podrecznik serwisowy dostepny jest jedynie w jezyku angielskim.

Jesli serwisant klienta wymaga jezyka innego niz angielski, zapewnienie ustugi
ttumaczenia jest obowigzkiem klienta.

Nie probowaé serwisowaé¢ urzgdzenia bez zapoznania sie z niniejszym podrecznikiem
serwisowym i zrozumienia go.

Niezastosowanie sie do tego ostrzezenia moze doprowadzi¢ do obrazen serwisanta,
operatora lub pacjenta w wyniku porazenia pragdem elektrycznym, zagrozenia
mechanicznego badz innego.

Este manual de assisténcia técnica encontra-se disponivel unicamente em inglés.

Se outro servigo de assisténcia técnica solicitar a tradugdo deste manual, cabera ao
cliente fornecer os servi¢os de traducao.

Nao tente reparar o equipamento sem ter consultado e compreendido este manual de
assisténcia técnica.

A nédo observancia deste aviso pode ocasionar ferimentos no técnico, operador ou
paciente decorrentes de choques elétricos, mecanicos ou outros.

Este manual de assisténcia técnica sé se encontra disponivel em inglés.

Se qualquer outro servigo de assisténcia técnica solicitar este manual noutro idioma,
é da responsabilidade do cliente fornecer os servigos de traducao.

N&o tente reparar o equipamento sem ter consultado e compreendido este manual de
assisténcia técnica.

O ndo cumprimento deste aviso pode colocar em perigo a seguranca do técnico, do
operador ou do paciente devido a choques eléctricos, mecéanicos ou outros.

Acest manual de service este disponibil doar in limba engleza.

Daca un furnizor de servicii pentru clienti necesita o alta limba decat cea engleza,
este de datoria clientului sa furnizeze o traducere.

Nu Tncercati sa reparati echipamentul decéat ulterior consultarii si intelegerii acestui
manual de service.

Ignorarea acestui avertisment ar putea duce la ranirea depanatorului, operatorului
sau pacientului Tn urma pericolelor de electrocutare, mecanice sau de alta natura.

[aHHoe PYKOBOACTBO MO TEXHNYECKOMY OGCﬂy)KMBaHI/I}O npencTtaBneHo TONbKO Ha
QHIMUACKOM A3bIKe.

Ecnu cepBucHOMY nepcoHany knmeHTa Heo6Xo4MMO PYKOBOACTBO HE Ha aHTMUIACKOM,
a Ha KaKoOM-TO ApYroM si3blke, KIUEHTY crieayeT camMoCTosITENIbHO o6ecneynTb
nepesoa.

Mepep TexHn4Yeckum obecnyxuBaHMeMm obopyaoBaHus 06si3aTernibHo o6paTUTech K
JaHHOMY PYKOBOACTBY U NMONMUTE M3NOXEHHBIE B HEM CBEAEHUS.

HecobntogeHne TpeGoBaHUii AaHHOTO NpeaynpeXaeHns MOXeT NPUBECTU K TOMY, YTO
cneumanmcT no TexobenyxmeBaHuio, onepaTop v nauneHT Nony4nT yaap
3MEKTPUYECKUM TOKOM, MEXaHUYECKYIO TPaBMY WU ApYroe NoBpeXxaeHue.

Ovo servisno uputstvo je dostupno samo na engleskom jeziku.

Ako klijentov serviser zahteva neki drugi jezik, klijent je duzan da obezbedi
prevodilacke usluge.

Ne pokuSavajte da opravite uredaj ako niste pro¢itali i razumeli ovo servisno uputstvo.
Zanemarivanje ovog upozorenja moze dovesti do povredivanja servisera, rukovaoca
ili pacijenta usled strujnog udara ili mehanickih i drugih opasnosti.

Tento navod na obsluhu je k dispozicii len v angli¢tine.

Ak zakaznikov poskytovatel sluzieb vyzaduje iny jazyk ako angli¢tinu, poskytnutie
prekladatelskych sluzieb je zodpovednostou zakaznika.

NepokusSajte sa o obsluhu zariadenia, kym si neprecitate navod na obluhu a
neporozumiete mu.

Zanedbanie tohto upozornenia mdze spdsobit zranenie poskytovatela sluzieb,

obsluhujucej osoby alebo pacienta elektrickym pradom, mechanické alebo iné
ohrozenie.
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Este manual de servicio solo existe en inglés.

Si el encargado de mantenimiento de un cliente necesita un idioma que no sea el
inglés, el cliente debera encargarse de la traduccion del manual.

No se debera dar servicio técnico al equipo, sin haber consultado y comprendido este
manual de servicio.

La no observancia del presente aviso puede dar lugar a que el proveedor de
servicios, el operador o el paciente sufran lesiones provocadas por causas eléctricas,
mecanicas o de otra naturaleza.

Den har servicehandboken finns bara tillganglig pa engelska. .

Om en kunds servicetekniker har behov av ett annat sprék &n engelska, ansvarar
kunden for att tillhandahalla 6versattningstjanster.

Forsok inte utfora service pa utrustningen om du inte har last och forstar den har
servicehandboken.

Om du inte tar hansyn till den har varningen kan det resultera i skador pa
serviceteknikern, operattren eller patienten till foljd av elektriska stotar, mekaniska
faror eller andra faror.

Ta servisni priro¢nik je na voljo samo v angleSkem jeziku.

Ce ponudnik storitve stranke potrebuje priroénik v drugem jeziku, mora stranka
zagotoviti prevod.
Ne poskuSajte servisirati opreme, e tega priro¢nika niste v celoti prebrali in razumeli.

Ce tega opozorila ne upostevate, se lahko zaradi elektriénega udara, mehanskih ali
drugih nevarnosti poSkoduje ponudnik storitev, operater ali bolnik.

Bu servis kilavuzunun sadece ingilizcesi mevcuttur.

Eger misteri teknisyeni bu kilavuzu ingilizce disinda bir bagka lisandan talep ederse,
bunu terciime ettirmek musteriye diser.

Servis kilavuzunu okuyup anlamadan ekipmanlara miidahale etmeyiniz.

Bu uyariya uyulmamasi, elektrik, mekanik veya diger tehlikelerden dolayi teknisyen,
operator veya hastanin yaralanmasina yol agabilir.
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1 Introduction

The Innova™ IGS 620 and Innova™ IGS 630 products with the Open Suspension option allow the
customer to install the following monitors on one or several Open suspensions of his choice, in addition
or in replacement of the standard Mavig Suspension usualy provided with the system:

e four 19" monitors and up to 6 additional 19" monitors for Innova videos and 2 additional 19" color
monitors for external devices (e.g. AW)

or

e two 19" monitors and 1 LDM (8MP monitor), and up to 4 additional 19" monitors for Innova videos
and 2 additional 19" color monitors for external devices (e.g. AW) and an additional LDM.

Third party monitors from external sources can also be installed on these suspensions, but are not
powered by the system.

This document lists the GE mandatory requirements in order to provide safe system operation and
provides the installation instructions. This Service Manual shall be considered as an addition to the
Service Manual and Pre-Installation Manual of the system.

DISCLAIMER:  The association of the Innova™ IGS 620 and Innova™ IGS 630 system and the
purchaser’s suspension(s) is not covered by the GEHC product certification.

11/48



5499175-1-1EN /rev 1 Open Monitor Suspension — Service Instruction for Installation

2 General Information

2.1 Disclaimer

GE specifically disclaims any and all liability arising out of or relating to the use or performance of the
monitor suspension (including cables) including, and without limitation, any liability or claims relating to
patient injury, death, or the reliability of such monitors suspension.

The mechanical installation of the Open Suspension is fully under the customer and the installer
responsibility.

The electrical installation of the third party monitors is fully under customer and installer responsibility.

The installer is responsible for ensuring that all requirements from this document are met.

2.2 Pre-Installation

It is the customer responsibility to ensure that the Open Suspension and its cables are installed prior to
the GE equipment (LC and LP gantries, table, cabinet) to ensure that standard GE Service Process can be
followed during system installation. Monitors installation and connections to the GE equipment shall
only be made in presence of a GE service representative.

It is recommended that the vendor contacts GE Service representative and reviews the site planning
details before the suspension is installed. The position of each suspension in the exam room shall be
planned following the recommendations from the chapter Room Layout of the Innova™ IGS 620 and
Innova™ IGS 630 system Pre-Installation Manual, in order to reduce the risk of collision between any
fixed part of the suspension and the gantries or table (see illustrations in Appendix §9.6 for gantry and
table range of motions).

In addition, the position of each suspension in the exam room shall be compatible with the maximum
cable length that shall not exceed 36m (between C1 Frontal or C1 Lateral Cabinet and GE 19” monitors
or between LD Cabinet and LD monitor).

Note: GE will not be responsible for any delay in installation if the suspension is not mounted and its
cables routed before GE parts arrive on site.

2.3 Spare Parts

The customer is responsible for providing and replacing any parts of the Open Suspension and of the
third party monitors.
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2.4 Reference Documents

Document:

Innova™ IGS 620, Innova™ IGS 630 system - Service Manual

Innova™ IGS 620, Innova™ IGS 630 system - Pre-Installation Manual
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3 Safety & Regulatory Requirements

It is the customer responsibility to ensure that the following requirements are met.
e Each suspension shall not be electrically motorized for up/down motion.

e Each suspension shall comply with the IEC 60601-1 standard and the applicable standards enforced in
the country of installation (e.g. when installed in a European Community country, the suspension(s) shall
be CE marked). In addition, for North America each suspension shall comply with UL/Canada deviations.

e Each suspension shall be manually adjustable in height and the force to be applied to lift the
suspension when fully equipped shall not exceed 200 N in static in the vertical axis, in order to mitigate
the risk of patient jammed between table and monitor suspension when the table is lifted up.

e Each suspension shall be installed in order to mitigate the risk of suspension fall on patients and the
risk of collisions with the gantries, the table or any other suspension.

e Each suspension shall be attached to the ceiling in accordance to the manufacturer’s instructions. It
shall withstand the maximum suspension load with safety factors in accordance to applicable standards
(at least 4x).

e Each suspension shall be compatible with the Environmental Requirements chapter of the Pre-
Installation Manual of the system.

NOTICE

IT IS MANDATORY TO EXECUTE THE GROUNDING CONTINUITY MEASUREMENTS AS
DEFINED IN SECTION 7.

NOTICE

IT IS MANDATORY TO EXECUTE THE LEAKAGE CURRENT MEASUREMENTS AS DEFINED IN
SECTION 8.
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4

Interconnections Schematics

4.1 Power/Signal Schematic

............ m Open Suspension 1 Note:
- up to twelve 19" monitors ¢an be powered by
19 19" 197 19 the system in the exam room (10 by C1 Frontal,
Monitor 1 Monitor 2 Monitor 3 Monitor 4 2 by C1 Lateral).
C1 Frontal - Additional monitors shall be powered by their
Hosnital cabinet video source or by an hospital outlet.
ospial Ll oog L t | _! | | ! |-‘+ -Up to 2 LDM can be connected to the system
Video bulkhead | = .." B These 19" monitors can be mounted on one or
T . > Open Suspension 2 several suspensions,
[ ]
' 19" 19" 19" 19"
: Monitor 5 | Monitor & | Monitor 7 | Monitor 8
[ ]
L}
| | | ]
C1 Lateral : “ ‘ ’ 4 Ev—— — Power
cabinet Fu Sessass | SSSsss """{ sources —==-  Video
]
Video bulkhead b = = = r - ’: Opensmspensons | 0 | 7 IR Receiver
Power Bulkhead : :
[ 15" 19" 3rd party 3rd party
‘ v [] Monitor & Monitor 10 monitor maonitor
Open Suspension 4 :
: # : I ‘ ' | External power sources.
19" 19 ' 1 | {can be modality or hospital cutlet)
------- decscsesed L]
Monitor 11 | Monitor 12 H '
]
.- ..... beeeeee e ‘ External video sources ‘
Open Suspension LOM 1 Open Suspension LDM 2
LDM 56" BMP Monitor 56" BMP Monitor
| LOM UPS ] -
L
............. = em—————

Note: The maximum length of the power and video cables between the C1 Frontal or C1 Lateral
Cabinet and each 19” monitor shall be 36 meters, including the cable length inside the
suspension. For GE 19” monitors, 24m or 36m cables can be ordered.

Note: Power and video cables for Large Display Monitor are provided by GE and have only a 36

meters length between the Large Display cabinet and each Large Display monitor.

The sets of cables provided with this option include the two cables required to connect the IR

Receiver to the C1 Frontal Cabinet.

Refer to Chapter 6 for detailed cabling information.
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4.2 Grounding Schematic

Here is an example of grounding schematic with 4 Open suspensions and 2 optional Large Display

monitors:
Open Suspension 1 o
Note:
19 19" 19" 19" - up to twelve 19" monitors can be powered by
Monitor 1 Monitor 2 Monitor 3 | Monitor 4 the system. (10 by C1 Frontal, 2 by C1 Lateral)
C1 Frontal - Up to 2 LDM can be connected to the system
cabinet
Hospital PDB | | | Additional 3rd party monitors shall be grounded
Mains | as per the video source requirements and
. Ground Bar grounded to the C1 Frontal ground bar
\ ) Open Si jon 2 e
L — Power Bulkhead Rells epenson
19" 19" 19" 19"
Maonitor § Monitor & Monitor 7 Monitor 8
C1 Lateral 1 | | ___________
cabinet External ground cable |
| Ground cable in AC wire |
Ground Bar Open Suspension 3 - |_ __________ |
Power Bulkhead
19" 19" ard party 3rd party
Maonitor @ | Monitor 10 monitor monitor
Opean Suspansion 4
19" 19" | |
Monitor 11 | Monitor 12
Open Suspension LDM 1 Open Suspension LOM 2
56" BMP Monitor 56" 8BMP Monitor
LDM UPS LD.M
Cabinet
| |

Note: Refer to Chapter 6 for detailed cabling information.
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5 GE System Outputs

5.1 C1 Frontal and Lateral Cabinet outputs to be

used

C1 Frontal Cabinet overview:

!
' ' P ® DL SHELF
- - : _w = .'I E |
R, IMDED SHELF
OEM SHELF | B8 !

'RTACZ SHELF
JEDI R AL and |
POWER STRIP |
FUSE BOX
|JED| SHELF
B LKHE AD
SHELF

= POWER

. TERMINAL

17/48



5499175-1-1EN /rev 1 Open Monitor Suspension — Service Instruction for Installation

C1 Lateral Cabinet overview:

VIDEO SHELF

' |RTAC SHELF

JEDI RAIL and
POWER STRIP

FUSE BOX
JEDI SHELF

BULKHEAD
SHELF

POWER
TERMINAL
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C1 Frontal video bulkhead:

o]

=
Lt ol
' TR
= | B
47 o
: =] W
@' | J11 435
=
rET ;.‘.-...- ¥ ﬂ' .-n‘_: JAT
JI8 |
@' %, o B
— ot -
.--:;Ei;... J17 J40
-] =1
e ——— = L
JGE L -
A s e
e 415
N El,-T--— ¥

Review monitor 2)

= et J4 ..;5_‘ JE N
a L L BT
e gee -
01 1
Connector Description Comments
J26 FRONTAL LIVE 1 (Monitor Mandatory exam room monitor
Suspension Frontal Live Fluoro
Monitor 1)
127 FRONTAL LIVE 2 (Control Booth Mandatory control room monitor
Live Fluoro Monitor 2)
128 FRONTAL LIVE 3 (Optional)
124 FRONTAL VCR DOWNSCAN or
Large Display monitor FRONTAL
LIVE 1
J30 FRONTAL ROADMAP 1 (Monitor | Mandatory exam room monitor
Suspension Frontal Road Map
Monitor)
131 FRONTAL ROADMAP 2 (Control
Booth Frontal Roadmap Slave
Monitor)
132 FRONTAL ROADMAP 3 (Frontal
Road Map Monitor Option)
133 FRONTAL ROADMAP 4 (for Large
Display Option
197 FRONTAL REVIEW 1 (Frontal
Review monitor 1)
198 FRONTAL REVIEW 2 (Frontal
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Connector Description Comments
J99 FRONTAL REVIEW 3 (Frontal
Review monitor 3) (not used)
J96 FRONTAL REVIEW 4 (for Large
Display Option)

C1 Lateral video bulkead:

I/ o O : O ) Q0
I,--' WIDED SPITTE® (ETPUT .Y i-5
J516 513 4510
O © © % 503 Jso8
i 'L |..- -...ll 3 |.J1‘~ll:.|r- -JET??
J518  J515  J511 i
I,JII,III,1I .1!;-;:- k ||-51.3|.|t-_ JS‘ﬂ‘g
— — — L] TH ‘E..
O O ©O 8 ]
530 ussz CUsat J801 I
—————— VIDED LAT \ | g
o © O . ) ss0s 950
:J:l”g. :'5-"2‘-6 b ki T ': :
e i .
. | |
) L
":.I;E’.',“"' JSEI?EI
J521
Connector Description Comments
J516 LATERAL LIVE 1 (Monitor Mandatory exam room monitor
Suspension Lateral Live Fluoro
Monitor 1)
J518 LATERAL LIVE 2 (Control Booth Mandatory control room monitor
Live Fluoro Monitor 2)
J517 LATERAL LIVE 3 (Optional)
J530 LATERAL VCR DOWNSCAN or
Large Display monitor LATERAL
LIVE 1
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Connector Description Comments
J513 LATERAL ROADMAP 1 (Monitor Mandatory exam room monitor
Suspension Lateral Road Map
Monitor)
J515 LATERAL ROADMAP 2 (Control
Booth Lateral Roadmap Slave
Monitor)
1514 LATERAL ROADMAP 3 (Lateral
Road Map Monitor Option)
1532 LATERAL ROADMAP 4 (for Large
Display Option
J510 LATERAL REVIEW 1 (Lateral
Review monitor 1)
J511 LATERAL REVIEW 2 (Lateral
Review monitor 2)
J533 LATERAL REVIEW 3 (Lateral
Review monitor 3) (not used)
1531 LATERAL REVIEW 4 (for Large

Display Option)

5.2 Large Display cabinet outputs to be used

Refer to the following GE Job Card for Large Display cabinet outputs details:
IST0324 - Large Display Cabinet Installation
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6

Installation Procedure

/AWARNING

A MAXIMUM OF TWELVE 19” B&W AND COLOR MONITORS IN THE EXAM ROOM CAN BE
POWERED BY THE SYSTEM (10 BY C1 FRONTAL, 2 BY C1 LATERAL). DO NOT POWER MORE
THAN TWELVE 19” B&W AND COLOR MONITORS IN THE EXAM ROOM.

/AWARNING

NO OTHER EQUIPMENT (THIRD PARTY MONITORS, SURGICAL LIGHTS OR OTHER DEVICE)
SHALL BE POWERED BY THE SYSTEM: C1 FRONTAL OR LATERAL POWER DISTRIBUTION
BULKHEADS, CONTROL ROOM POWER STRIP OR MULTIPLE SOCKET OUTLET OF THE
SUSPENSION IF IT IS POWERED BY THE SYSTEM.

Up to two optional Large Display monitors can be connected to the system.

Note:

Large Display monitors are connected to a Large Display cabinet, providing power and video
signals to these monitors.

6.1 Pre-requisites

C

/AWARNING

THE LOCKOUT TAGOUT (LOTO) PROCEDURES MUST BE APPLIED TO ENSURE FULL SAFETY
DURING SERVICE INTERVENTION.

REFER TO THE LOCKOUT TAGOUT (LOTO) PROCEDURES OF EACH SUSPENSION TO DO THE
LOTO FOR THE MECHANICAL AND ELECTRICAL ENERGIES.

REFER TO THE CORRESPONDING PROCEDURES OF THE Innova™ IGS 620, Innova™ IGS 630
SERVICE MANUAL BEFORE INSTALLATION:

e REGO0049 - Lockout Tagout Procedures.

e REGO0122 - Large Display Option Lockout Tagout Procedures.
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6.2 Suspension Installation

The suspension installation shall be done under the customer’s responsibility, following the suspension
manufacturer’s installation instructions (through the Service Manual or Operator Manual provided with
the suspension).

The GE Field Engineer shall verify the following points:

e The load on each suspension must be compatible with the suspension acceptable maximum
load. The weight of the GE monitors, IR receiver and Diamentor Display module are given in
Appendix 1.

e Ground studs shall not be put on an insulated surface such as anodized or painted one and shall
be marked with the Protective Earth symbol (IEC 60417-5019 symbol).

6.3 Monitors Installation

The monitors shall be installed on the Open Suspension following the installation instructions of the
suspension and fixed following the installation instructions of the monitors. After monitors’ installation,
the suspension balance shall be checked. If needed, it shall be adjusted following the installation

instructions of the suspension.

NOTICE

FOR THE LARGE DISPLAY MONITOR INSTALLATION ON THE SUSPENSION, LIFTING THE
MONITOR MANUALLY REQUIRES AT LEAST THREE PERSONS.

23/48



5499175-1-1EN /rev 1 Open Monitor Suspension — Service Instruction for Installation

6.3.1 Type of fixation - 19" monitor

19” monitors: standard VESA 100 x 100 mm. Use the supplied screws or four M4 x 10 screws.
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4x M4 screws
Max insertion depth: 10 mm

ecosecee
oo gOgrc
# 000000003 TITTITITITITITITCLYT

#0000
#00D0D0O0CGOQC

6.3.2 Type of fixation - Large Display monitor

Large Display monitors: standard VESA 400 x 400 mm. Use the supplied screws or four M8 screws.

{ E \,

Top (14) and bottom (15) mounting holes for Large Display Monitor
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Note: The installation of the LDM on the suspension frame can be made easier if you follow the

recommendations below:

1. Have 3 persons lifting the LDM monitor while a fourth one inserts the screws and
secures the LDM on the back.

2. Attach the suspension frame to the table without damaging the table top, UIF or
accessories in order to avoid lifting the LDM monitor too high (see Illustration below).

3. Lift the LDM monitor using a tool such as the one recommended for the CMS
installation (Genie Lift), the LDM being suspended to the forks using the parts provided
with the install kit (P/N 5418782) delivered with the LDM.
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6.4 Cabling

6.4.1 Interconnection Box

When an Interconnection box is present on the Open Suspension:
¢ The video cables shielding continuity shall be maintained.

¢ No live part shall be accessible.

/AWARNING

FOR THE LARGE DISPLAY OPTION, NO INTERCONNECTION BOX SHALL BE USED FOR THE
VIDEO CABLES.

6.4.2 19" Monitors

NOTICE

THE FRONTAL AND LATERAL LIVE MONITORS ARE MANDATORY IN THE CONTROL ROOM
(RESPECTIVELY CONNECTED TO J27 OF THE C1 FRONTAL VIDEO BULKHEAD AND J518 OF
THE C1 LATERAL VIDEO BULKHEAD).

Without LDM:

THE FRONTAL LIVE AND ROADMAP MONITORS (RESPECTIVELY CONNECTED TO J26 AND
J30 OUTPUTS OF THE C1 FRONTAL VIDEO BULKHEAD) AND THE LATERAL LIVE AND
ROADMAP MONITORS (RESPECTIVELY CONNECTED TO J516 AND J513 OUTPUTS OF THE
C1 LATERAL VIDEO BULKHEAD) ARE MANDATORY IN THE EXAM ROOM. THESE MONITORS
ARE USED FOR THE DISPLAY OF THE REGULATORY INFORMATION AND SHALL BE
ACCESSIBLE AND VISIBLE AT THE FLUOROSCOPIST WORKING POSITION.

With LDM:

FRONTAL AND ROADMAP MONITORS (RESPECTIVELY CONNECTED TO J26 AND J30
OUTPUTS OF THE C1 FRONTAL VIDEO BULKHEAD) ARE MANDATORY IN THE EXAM ROOM.
THESE MONITORS ARE USED FOR THE DISPLAY OF THE REGULATORY INFORMATION AND
SHALL BE ACCESSIBLE AND VISIBLE AT THE FLUOROSCOPIST WORKING POSITION IN LESS
THAN ONE MINUTE. THOSE BACKUP MONITORS CAN BE MOUNTED EITHER AT THE BACK
OF THE LDM SUSPENSION OR ON ANOTHER SUSPENSION.

NOTICE

ONLY THE 19” B&W (P/N 5492442) AND COLOR MONITORS (P/N 5148721-3) PROVIDED BY
GE SHALL BE POWERED BY THE SYSTEM (C1 FRONTAL AND LATERAL CABINETS).
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6.4.2.1 Power and grounding

Monitors power input:

TN

ERLINYY T
I T

Ground connection:

The power cables shall be provided by the installer and shall respect the following characteristics. Only
this type of cable will guarantee the safety of the installation:

¢ The connector on the monitor side shall be IEC 320 Male Plug (over molded).

¢ The cable shall be 3 x 2.5 mm2 minimum of any UL type 300V cable. The maximum length shall be
36 meters between the Frontal and Lateral C1 Cabinets and each monitor.

¢ The connector on cabinet side shall be: Mate-N-Lok male connector 3P (AMP Tyco P/N 350766-1).
The power shall be provided through the following connectors:
e C1 Frontal J1/A: This connector can power up to eight 19" monitors.

e C1 Frontal J5/A and J5/B: These connectors can each power up one 19" monitor, or two 19" monitors
can be powered by only one connector, and the other shall not be used.

27/48



5499175-1-1EN / rev 1 Open Monitor Suspension — Service Instruction for Installation

e (1 Lateral J5/A and J5/B: These connectors can each power up one 19" monitor, or two 19" monitors
can be powered by only one connector, and the other shall not be used.

See Appendix 3 of this document for the wiring of the cable on cabinet side.

NOTICE

EACH 19" MONITOR (B&W OR COLOR) POWERED BY THE C1 FRONTAL SHALL BE
CONNECTED TO THE C1 FRONTAL GROUND BAR BY A DEDICATED GROUND CABLE (IE NOT
THE ONE IN THE POWER CABLE), EACH 19" MONITOR (B&W OR COLOR) POWERED BY THE
C1 LATERAL SHALL BE CONNECTED TO THE C1 LATERAL GROUND BAR BY A DEDICATED
GROUND CABLE. THIS CABLE SHALL HAVE THE FOLLOWING CHARACTERISTICS:

e AWG10 minimum, 600V of any UL type.

¢ The maximum length shall be 36 meters between the C1 cabinet and each monitor.

6.4.2.2 Video (B&W Monitors)

It is recommended to use the video cables provided by GE from the cabinets to the monitors. If needed,
additional cables shall be provided by the installer and shall respect the following characteristics to
guarantee the image quality performances and EMC compliance.

e The cables shall be coax RG59U / KX-6 type, AWG24, double shielded, UL approved 300V. The
maximum length shall be 36 meters between the C1 Frontal and Lateral Cabinet and each monitor.

e The connectors mounted at each extremity of these cables shall be BNC 75 ohms (ref 221185-9
AMP/TYCO or equivalent).

e These cables shall be preferably one-piece cables.

¢ The shield of the coax cable shall be grounded with clamps on the monitor side and on the cabinet
side, as on the pictures below. Pay attention that if GE cables are used, clamps are not provided.
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The video cable shall be connected to the input below:

See Appendix 2 of this document for the wiring instructions of the video cable.

6.4.2.3 Video (Color Monitors)

The video cables shall be provided by the installer, and shall be 15 pin VGA.
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6.4.3 Large Display Monitors

NOTICE

ONLY THE CABLES PROVIDED BY GE SHALL BE USED TO CONNECT THE LARGE DISPLAY
MONITOR. THE CONNECTION OF THE ADDITIONAL GROUND WIRE FROM THE LARGE
DISPLAY CABINET TO THE MONITOR IS MANDATORY.

The GE Field Engineer shall connect the GE Large Display cabinet following the Job Card cabling
instructions:
e [ST0324 - Large Display Cabinet Installation

The Large Display Monitor shall be connected following the job card cabling instructions:

IST0321 - Large Display Monitor installation on suspension (not all sections are applicable)

In case of a secondary Large Display Monitor, it shall be connected following the job card cabling
instructions:

e |ST0325 - Large Display Monitor Installation on articulating arm wall mount (not all sections are
applicable)

To avoid damage to the video cables, the minimum bending radius of these cables shall be 35 mm.

The cables for Large Display are provided by GE. See Appendix in §9.5 for detailed characteristics.

6.4.4 Third Party Monitors

/AWARNING

THIRD PARTY MONITORS INSTALLED ON THE SUSPENSION MUST NOT BE POWERED BY THE
SYSTEM.

/AWARNING

DANGEROUS VOLTAGE MAY BE PRESENT AT THE INPUT OF THESE MONITORS, EVEN WHEN
PDB IS OFF.

NOTICE

THIRD PARTY MONITORS MUST BE GROUNDED TO C1 FRONTAL CABINET GROUND BAR BY
AN ADDITIONAL GROUND WIRE, AWG10 MINIMUM, AND 600V OF ANY UL TYPE.

NOTICE

THIRD PARTY MONITORS SHALL BE CERTIFIED IEC60601-1 OR IEC60950.

Refer to the installation manual of the monitor or video source for power and video cabling
requirements.
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6.4.5 Suspension Grounding

NOTICE

ALL ACCESSIBLE CONDUCTIVE PARTS OF EACH SUSPENSION SHALL BE GROUNDED BY A
DEDICATED GROUND WIRE CONNECTED TO THE C1 FRONTAL CABINET GROUND BAR.

6.5 Infrared Receiver Installation

If installed on the monitor suspension, the infrared remote control receiver should be installed on top of
the suspension, with the front surface tilted down of 15 degrees as a default position. It is recommended
to use self-adhesive Velcro tape (size: 50 mm x 200 mm) to fix the receiver on the suspension.

The cable for the infrared receiver is provided GE and only GE cable shall be used to guarantee the safety
of the installation.

See Appendix in §9.4 for detailed characteristics.

Note: Always use the short IRK interface cable (P/N 2390547) to connect the IR Receiver. This cable
shall be plugged on the suspension side and not on C1 Frontal Cabinet side.

Note: If the short IRK cable cannot be routed inside the suspension, the IR Receiver can be mounted
on another location independent of the suspension itself. In this case, it shall not be mounted in
the patient environment.

6.6 Finalization

/AWARNING

MAKE SURE THERE ARE NO POTENTIAL CABLE PINCHES AND SHARP EDGES WHEN ROUTING
THE CABLES INSIDE THE SUSPENSIONS.
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7 Grounding Tests
0

IT IS MANDATORY TO EXECUTE THESE GROUNDING CONTINUITY MEASUREMENTS AT THE
END OF INSTALLATION IN ORDER TO GUARANTEE THE SAFETY OF THE PATIENT AND THE
OPERATOR. THE RESULTS SHALL BE REPORTED INTO THE LOGBOOK.

For all the ground connections introduced by the open suspension:

e Check that the ground wires are screwed correctly on each monitor, on each suspension and on each
ground bar (pay attention to the ground cables connected between cabinets and monitor suspensions).
¢ Check that the ground cabling is compliant with the ground schematic provided in this document.

Perform the ground measurement between the following points as defined in § 4.3 Grounding resistance
measurement of the CHKO061 Job Card - Grounding and Neutral Continuity Check:

e Between PDB ground bar and each suspension metallic part.

e Between PDB ground bar and each 19” monitor (B&W and color).

e Between PDB ground bar and each Large Display monitor.

e Between PDB ground bar and each third party monitor.

The measured value for each measurement shall be less than 0.1 ohms.

Report the results in the Innova™ IGS 620, Innova™ 1GS 630 system Logbook.
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8 Leakage Current Measurement

NOTICE

THIS LEAKAGE CURRENT MEASUREMENT IS A MANDATORY PROCEDURE THAT SHALL BE
DONE AT THE END OF INSTALLATION IN ORDER TO GUARANTEE THE SAFETY OF THE
PATIENT AND THE OPERATOR. THE TABLE SHALL BE FILLED WITH THE RESULTS AND BOUND
INTO THE LOGBOOK.

8.1 Pre-requisites

Leakage current test results are dependent of cabling and ground connections, all system cabling must
be checked with the System Mischarts and Installation Job Cards.
The measure shall be executed in the worst conditions configuration:

e Make sure that the Table, Gantry and cabinets are not grounded by other cables than those provided
by GE.

¢ |n case of multiple exclusive options, the most critical option (regarding leakage current) must be
used.

* No equipment shall be fixed to the table rail (TSUIs or other accessory): they shall be placed on the
table. The table mount injectors shall be out of the table.

¢ When the system is equipped with the InnovaSense option, make sure that Capacitive Sensors are
installed and 20°/s rotation speed is enabled.

The equipment shall be operated in Normal Conditions during the measurement. The complete system
shall be energized and in full operating conditions with maximum functions activated.

8.2 Test Equipment

Table to be filled:

Equipment Model type and S/N Next calibration date

True RMS Digital Voltmeter (DVM) (£ 1.5%)

Standard IEC Measurement Device (MD) (x1%)
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Example of measurement device (MD cell):
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Note: The Dale 601/601E (46-328406G1) from Dale Technology or the ESA612 Electrical Safety
Analyzer from Fluke can be used for this measure (or any other equivalent device which
measuring circuit conforms to above IEC60601 MD specifications).

Be sure to read the tool user’s manual and understand all instructions, in particular those
related to the selection of the measuring mode, current range and patient load which shall
comply with IEC 60601-1 recommendations.

8.3 Test Procedure

The measurement shall be done when the system is in standby mode, and with the following
movements:
Omega IV and V Table:
¢ Move the table and the detector lift of the LC Positioner simultaneously according to the following
pattern:

1. table upwards/detector upwards

2. table downwards/detector downwards

3. table upwards/detector downwards

4. table downwards/detector upwards

It is not necessary to perform X-ray during the leakage current measurement.

In case a MD cell is used, the voltmeter shall be used in MAX mode following the current direction,
successively in AC and DC mode.

For every measurement, the operator shall perform movements to reach the maximum absolute value.
The leakage current value in pA is a direct reading of the voltmeter display in mV.
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8.4 Tables to fill

Measures between the following components and each suspension:
e Stdby= system in standby

e Mvts= system in movements as defined in the previous paragraph
e Susp= monitor suspension

Test criteria: the measured value shall be < 65pA.
Note: Do not fill the tables in this section. Refer to section 9.7 Appendix 7 to fill the tables, extract the

corresponding pages from the binder and add them to the Innova™ IGS 620, Innova"™ 1GS 630
system Logbook.

Measured value (pA)
PASS

From To Suspension 1 | Suspension 2 | Suspension 3 | Suspension 4 | /FAIL
/ NA

Stdby | Mvts | Stdby | Mvts | Stdby | Mvts | Stdby | Mvts

Each metallic part
of the enclosure of

Right .
each suspension.

Table

Rail Each monitor

installed on each
suspension.

Each metallic part
of the enclosure of
Gantry | each suspension.
LC

Each monitor
installed on each
suspension.

Each metallic part
of the enclosure of
Gantry each suspension.
LP

Each monitor
installed on each
suspension.

Each metallic part
of the enclosure of

each suspension.
TSSC

Each monitor
installed on each
suspension.
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Measures between each suspension:

Test criteria: the measured value shall be < 65uA.

Measured value (1A) PASS
/
Suspension 1 Suspension 2 Suspension 3 Suspension 4
FAIL
From To /

enclosure | monitors | enclosure | monitors | enclosure | monitors | enclosure | monitors | NA

Each
metallic
part of the
enclosure
of each
Susp 1 | suspension.

Each
monitor
installed on
each
suspension.

Each
metallic
part of the
enclosure
of each
Susp 2 | suspension.

Each
monitor
installed on
each
suspension.

Each
metallic
part of the
enclosure
of each
Susp 3 | suspension.

Each
monitor
installed on
each
suspension.

Report the results in the Innova™ IGS 620, Innova™ IGS 630 system Logbook.

36/48



Open Monitor Suspension - Service Instruction for Installation 5499175-1-1EN /rev 1

9 Appendices

9.1 Appendix 1: Weight for the maximum load
calculation

Dimensions are given for information.

Part Max Weight Dimensions (W x H x D)

19" monitor (B&W) 6.3 Kg 422.5 mm x 348.5 mm x 95 mm

19" monitor (COLOR) 6.3 Kg 422.5 mm x 348.5 mm x 95 mm

Large Display monitor 51 Kg 1317 mm x 775 mm x 145 mm

IR Receiver module 0.3Kg 112 mm x 31 mm x 76 mm

(+/-1 mm)

Diamentor Display module 1.0Kg 210 mm x 146 mm x 58 mm

(+/- 0.1 Kg) (+/-1 mm)

Note: The weight of the length of cables routed inside the monitor suspension has to be taken into
account for the computation of overall equipment weight.
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n — Service Instruction for Installation

9.2 Appendix 2: 19" B&W Video Coax Cable Wiring

Instructions

+Tal,
-0
CUTTING LEWGTH
370 | EU/IHG%R*MW&% %Fsm":ﬂ\iﬁ ot
1\ .\
| 1
(1x) €50 1107 COAX3
22 22
11 o

7

AN

over the inner montle.

5
17

-

Slide the crimptule nf\
the coox conneclor

' Veso 1107 coaxs

REM
Ccut
PUT

OVE QUTER

OF
A

MANTLE OVER 22mm.
F QUTER SCREEN.
CSS 1005 L=20 OVER IT AND SHRINK

/Sl':dﬂ the crimpiule of
the coox conmector

over the inner manile,

14

7 =

2

\\

i

&

X

|

a5 dUMEensions ore on
combination with coble C

m;d in
§m1or Cm:}!!!‘

1 T csa 1107 coaxs

in
combination with coble CS01107 COAX3IN

l

2

N

i

s—

First slide the CSC 1202RG595P under
he inner screen and montle
against the inner mantle)

en_cut of the inner screen (*)

Slide the crimp tule
over it ond crimp.

| Ucsn 1107 coaxs

11

First slide the CS5C 1202RG59SP under
@ inner screen and moantle

against the inner mantle)
en cut of the inner screen (*)

—

NN

\

(1) CSC 1202RGIISP

\ T'cso 1107 coaxa

(1x) CSC IIJEFTHQSP
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9.3 Appendix 3: 19" Power Cable Specification

WIRING DIAGRAM |

Side A Side B

~ ') PHASE BLACK(1) ~ 5
L - T { \ I \ —
E | | | GROUND TERRE YELLOW/GREEN P | -
<
- L _ |
; NEUTRAL BLACK(2)

N et Lt ! .
I | | .
Clomp: Clamp

Male contact

—_—r
— : @ Phase
:| | @ Ground
e — 1 @ Meutral

:‘:

9.4 Appendix 4: I/R Cable Specification

s S D S, L_ " .
|| I B I —— E, L |
i ¥ | Cabie 2xJ wies AWGLE =

Q X
E_E L 300
4T | — -
|L' n [Connecion sut-d Temake . o
R 19 ermials Cornecir k- |
-~ etad cover e 5 il € off
—_— 4 T Tnmeniais Plislala corvest
et Ll '.uLl !&:ﬂg 0 d ragke Berfreraly e
old plated arEE S i |

9.5 Appendix 5: Large Display Power & Video Cables

Large Display cables characteristics are:

e Video: 4x Ethernet cables with RJ45 connector

e Power: IEC 320 plug on monitor side
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9.6 Appendix 6: Room layout overview

The following illustrations are given for informational purpose only. Please refer to the Pre-Installation
Manual of Innova™ IGS 620, Innova™ IGS 630 system for more details.

All dimensions are in mm (inches)

SIDE VIEW

272
(10.7)

Center of gravity

|
s
(87.95)

- T 1 o|l®m Nl
1 3|8 o
— | ht
< O N —| = od
0 (] |~ = nJ
N b —| < —
0V -~ Olu
- o NP
=R

TTErErErrrrr -

Frontal Positioner Dimensions - Side View

All dimensions are in mm (inches)
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{
!

"
Y ¢
v
L, 978 | i )
{38.5) . /
I /] TOP LEVEL OF LONG RAILS G | L At 6
(MINIMUMDISTANCE FROM  Stationaryrail _[——— T 7 . Stationary rail b r
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N v
i : 5 \\ /
/ i \ .\‘1 #
SIDE WALL _d T SIDE WALLY
AR
g*e 1000 (39.4) é NN 1000/(30.4) [/
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500 (18.7) f~—={57] Positon0® | || s00{1e.7) L
minimum Fi 1 minimum ¢
' v
Ul v
I ¥
/1 b
/TIN ¢
g LA TR\ 2
T / h | e ¢
E : M s ‘
1 gl } LP / -
! —_— \ ' ISOCENTER L - ‘
T T T A A YA T o o 7 o A
T30 FRONT VIEW
mini
(12.6)
TT mini
{3)

Lateral Positioner Dimensions - Front View
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All dimensions are in mm (inches)

%
1080 3 v
< (@4252+4012) T >/
7
300 780 43 Z (5.1;;01%.31' 2) 667 +13 14043
(11.81) (30.71 +0.12) % A 500(19.7) minimum (26.26:+0.12) (5.51£0.12)
26 v clearence between max.
1 end of table and
: }L 2 y nearest objef:t | — L .
i“i T 1 Z A / .- | ~l -
[ I | I °
] % 180° . | e 180
I % /8
i 2 |
[ v I
Iul % - I A
OMEGA IV COMPACT % ' 457 | |
PATIENT TABLE 74 i
PIVOT POINT 1504 ggﬂag:é\; L (18.38) -
/(59-21} PATIENT TABLE | | [__‘__,« L
% PIVOT POINT S H ' H
7 N
v i ] i TOP VIEW
T 1 = 7’ CH AT T AT
s J_% /L
62140 “"_ / . 610 | I
e 2997 +3 % ! ‘ @y I
(118 0.12) 4 l
1 B v, 1493
% : | I (58.78)
Gravity Center | (3%526) % | i |
7 |
7 . .
SIDE VIEW /// : / ‘ .
7 [
7 o | —
’ R 8
Positioner | //f S ! 2593 413
Isocenter H % P ﬁ\; | ‘ | (102.10:£0.5)
! 7 v &/ ! ' 180°
I v <7 2
Il Table top / o~ — Lz P
travel /: —_— =

H 1100 +6

I (43.314-0.24) ‘
(1) Table top at maximum || !
height and patientweight | |

= 160 kg (350 Ibs)

500 mm (19.7) minimum clearence |
between max. end of table
and nearest object

Note: The 500 mm (19.7 in) minimum clearance between the table foot end and nearest object must
take Into account any table devices installed on the table end rail. If there are any devices
installed on the table foot end, the width of these devices must be added to the existing
500 mm (19.7 in) to maintain absolute minimum distance of 500 mm (19.7 in).

Omega IV Table dimensions
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Wall §

TR TRO B Alldimensions are in mm (inches)
CAUTION: a distance of 650 mm (25.6 in) is mandatory |
if the head extendor is used

Note: The 500 mm (19.7 in) minimum clearance between the table foot end and nearest object must
take Into account any table devices installed on the table end rail. If there are any devices
installed on the table foot end, the width of these devices must be added to the existing
500 mm (19.7 in) to maintain absolute minimum distance of 500 mm (19.7 in).

Omega V Table dimensions
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Recommended and max parking position distance

Min 150 (8) 5435 (214)
720 620
(28.3)  (24.4) _-200 .(‘?._9)
485 7
(19) \ |
3
DS '
o~
PARKING
1049 3184
(41) (125)
4233
(167)

Min parking position distance

Min 150 (6) 5435 (214)
720 620
(28.3] | (24.4) ] |09
485 t i T i |
(19) t | A _ir"i_._-" J
i
E g I i
ik
2 “t_‘ PARKING i o
ppa | s == P —
e
1049 1883
(41) (74)
2932 ) ) ) )
115.4) All dimensions are in mm (inches)
Frontal and Lateral Positioner and Omega Patient Table Relative Positions — Side View
Note: (1) For Frontal Gantry isocenter to Table distance, refer to Table 1.

(2) In case of Lateral Gantry Off iso feature installed, the Lateral Gantry will work in the range -

200 mm (7.9 in) and 200 mm (7.9 in) from isocenter.
(3) Lateral Gantry parking not allowed at patient foot end.
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Tablel: Patient Table — Frontal Gantry isocenter distances

TYPE OF TABLE ANGIO / CARDIO CARDIO / NEURO
Omega IV NA 1395 mm (54.9 in)
Omega V — non motorized 1278 mm (50.3 in) 1395 mm (54.9 in)
Omega V - motorized 1278 mm (50.3 in) 1395 mm (54.9 in)

44/48




Open Monitor Suspension - Service Instruction for Installation 5499175-1-1EN /rev 1

9.7 Appendix 7: Tables to fill for Logbook

Fill the following tables as required in section 8 Leakage Current Measurement, take out pages 45 to 46
from the binder and place these pages in the system Logbook, in Chapter 13 - Appendix.

Measures between the following components and each suspension:
e Stdby= system in standby

e Mvts= system in movements as defined in the previous paragraph
e Susp= monitor suspension

Test criteria: the measured value shall be < 65pA.

Measured value (nA)
PASS

From To Suspension 1 | Suspension 2 | Suspension 3 | Suspension 4 | /FAIL
/ NA

Stdby | Mvts | Stdby | Mvts | Stdby | Mvts | Stdby | Mvts

Each metallic part of
the enclosure of each

Right .
suspension.

Table

Rail Each monitor

installed on each
suspension.

Each metallic part of
the enclosure of each

Gantry | suspension.

LC Each monitor

installed on each
suspension.

Each metallic part of
the enclosure of each

Gantry | suspension.

Lp Each monitor

installed on each
suspension.

Each metallic part of
the enclosure of each

suspension.
TSSC

Each monitor
installed on each
suspension.

Measures between each suspension:
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Test criteria: the measured value shall be < 65pA.

From

Measured value (1A)

Suspension 1 Suspension 2 Suspension 3

Suspension 4

To

enclosure | monitors | enclosure | monitors | enclosure | monitors

enclosure | monitors

PASS

FAIL

NA

Susp 1

Each
metallic
part of the
enclosure
of each
suspension.

Each
monitor
installed on
each
suspension.

Susp 2

Each
metallic
part of the
enclosure
of each
suspension.

Each
monitor
installed on
each
suspension.

Susp 3

Each
metallic
part of the
enclosure
of each
suspension.

Each
monitor
installed on
each
suspension.
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